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ABSTRACT

MEHRDAD BIGLARBEGIAN. High Frequency GaN Power Converters Digital
Twin. (Under the direction of DR. BABAK PARKHIDEH)

There is a need for a foundation of a research study aimed at investigations on near

real-time reliability awareness of Gallium Nitride devices in high-frequency power con-

verters for which we need advanced hardware and algorithms. This dissertation is

moving beyond traditional reliability analysis and looking to more applicable and ac-

curate analytical tools by introducing deep learning techniques and advanced sensing

solutions. The computational structures will be applied at the edge of the power

converter through online sensing and data processing units as well as on a remote

server. They will provide an iterative ability to predict the time until the device may

fail or reach a pre-defined degradation threshold.

With the availability of the most granular information deduced from advanced

devices, a new data-driven scheme is proposed for system monitoring and possible

lifetime extension Gallium Nitride power converters. The approach relies on the real-

time Rds(on) data extraction from the power converter, and calibration of an adaptive

model using multi-physics co-simulations under power cycling. More specifically, the

focus is on deploying machine learning algorithms to exploit for the parameter esti-

mation in power electronics engineering reliability. The proposed techniques in this

work are quite new and have not yet been developed and analyzed for high-frequency

power converters specifically with Gallium Nitride power semiconductor devices.
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CHAPTER 1: INTRODUCTION

1.1 Motivation

Over the years, many solutions have been proposed to convert the primary source

of energy to the electricity. Despite all the novel techniques to improve the quality

and the conversion efficiency, more than 40% of the primary energy got lost [1]. Power

electronics systems can provide effective solutions due their reliable, efficient, smaller

footprint and weight in the wide range of applications as high voltage direct current,

motor drives, distributed energy sources, solid-state transformers, transportation sys-

tems, data centers, and etc. Due to significant progress of consumer electronics in

recent years, it is expected by 2030, the power electronics will be used in 80% of

applications somewhere from generation to end-users [2].

Having advanced Wide Band-gap (WBG) technologies such as Silicon Carbide

(SiC), Gallium Arsenide (GaAs), Aluminum Nitride (AlN), Boron Nitride (BN), and

Gallium Nitride (GaN) are crucial to meet the progressive trends in future. For the

power applications (< 650V ), GaN semiconductor is a promising solution for many

due to their superior performance regarding conduction loss, switching loss, thermal

resistance. Although GaN devices theoretically are more reliable compared to the

existing Si-based technologies, however, lack of available data sets do not exist to

guarantee their reliable service over the time. Lack of this information will signifi-

cantly impact maintenance scheduling for large companies and utilities.

This dissertation focuses on the challenges on the reliability of GaN power devices,

and explicitly proposes a new cost-effective framework online reliability assessment of

high-frequency GaN power converters.
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1.2 Literature review

In today’s world, for practical implementation and proper functionality of switch-

ing power supplies, several main performance factors are considered: efficiency, size,

cost, and the reliability. The advancement material, digital processors, and power

semiconductors provide new opportunity to reach beyond the former limits quickly.

Depending on the usage, some of these factors could be highlighted more than the

others; however, due to the dependability of many applications to switching power

converters, these days we need to improve all these factors (Fig. 1.1) at the same

time. The dependability in power electronics converters makes the reliability very

critical from component level manufacturing to system level engineering.

Inverter

Inverter

CostEfficiency

Reliability Weight

Figure 1.1: Conceptual matrix: The four major parameters for advanced power
electronics converter designs.

Many studies have been dedicated to analyzing the reliability of power electronics

systems under electrical loading, environmental conditions, and mechanical stresses

over the years. In one of the most comprehensive survey-based studies over 200

products of 80 companies, solder and semiconductors are responsible for 34% of the

failure, capacitors 30%, Printed Circuit Board (PCB) for 26%, and the rest goes to

connectors and different facts [3, 4]. Therefore, many reliability analysis dedicated

to power semiconductors and capacitors. Many researchers spend significant time to
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study capacitor failures. The outcome is that a capacitor is among the weakest link,

which degrades quite fast over thermal and electrical stresses. In digitally controlled-

power converters, the failure diagnostic in capacitors are relatively straightforward.

The ripple current/voltage variations, changes of equivalent series resistance, and

capacitance are the most common techniques for diagnostics of failure in capacitors

[5, 6].

In power semiconductor modules duo to significant higher stress on power semicon-

ductor modules and continuous progress of devices, vast studies carried out and still

the research is continuing. For instance, in Si-based power modules such as Metal

Oxide Semiconductor Field Effect Transistor (MOSFET) and Insulated Gate Bipolar

Transistor (IGBT), the failure mechanisms are categorized into two groups as extrin-

sic and intrinsic failures. The extrinsic failures include the transistor packaging issues

that are mainly summarized as a bond-wire lift, die solder detachment, and contact

migration [7, 8]. The intrinsic refers to failure damages coming from the semicon-

ductor itself. Most common failures of intrinsic types are the dielectric breakdown,

time-dependent dielectric breakdown, electromigration [9, 10, 11, 12].

In recent years, thanks to the development and growth of WBG devices, efficient,

lighter, and reliable power converter will be promised to the industry. The WBG

materials have much higher energy band-gap compared to Si, which enables a new

path for operating at higher temperature and power.

Although technically the WBG-based power converter should be more reliable due

to their higher activation of energy, practically due to continuous improvement of

cost-effective device packaging, the reliable operation of these compound semicon-

ductors is unknown. There are some research papers and industrial reports dealing

with the reliability analysis of Si devices and recently SiC devices, whereas there

are few reports on GaN power devices. Recent studies focus on single device perfor-

mance in DC operation for power and thermal cycling like most reliability study. The
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Weibull distribution has historically been the best tool for describing the reliability

engineers in probability prediction of failures over time. While this technique is very

accurate at describing failure distributions for large populations of components, it

works very poorly at predicting the time until failure of an individual component Fig.

1.2. Moreover, the proposed techniques are very expensive (time, and cost), and their

adaptability for the new technologies should be examined fundamentally. Therefore,

there is a need to rethink about the reliability platform establishing for failure pattern

recognition.
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Figure 1.2: Conventional reliability modeling: Accelerated life tests of hundreds
of hours are developed for extracting the mathematical modeling of device failure.

1.3 Proposed solution

In this dissertation, the goal is to characterize and recognize the component-wise

pattern variations through the actual measurement of the GaN power devices in a

power converter. Therefore, a new concept of reliability analysis is proposed, and the
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main contributions are presented as follows:

a) Data collection for fault diagnostic and risk analysis through the state of the

high-frequency current solutions. This part mainly focuses on gathering data related

to the failure mechanism of the devices to run advanced learning methods.

b) From the available data, the advanced learning methods should be processed to

be able to extract the proper information to be able to analyze the power converter

reliable, safe and healthy operation shown in Fig. 1.3. In this framework, the machine

learning technique will be used to be able to find the correlations between unknown

physical and mathematical equations.

c) Proposing mathematical modeling from the existing technologies of GaN devices

used in power converter, and calibrating them for advanced learning.

The behavior of the device during normal operation and the degradation region

will be analyzed. The features associated with the failure will be extracted using

Recurrent Neural Network (RNN) method, and the faulty device will be recognized.

Once the healthy pattern versus defective device got identified as the base of training

the data, the new data sets will be predicted with the actual measurement of the

device. In general, the process could be analyzed either through edge computation

in the microprocessor as cloud computations where the cloud servers are located for

the captured data. In this thesis the cloud server computation was used for easier

implementation; however, the possibility of edge computation was also examined.

As it mentioned above, most of the commonly applied techniques relied on the

Accelerated Life Test (ALT) of the actual device as Device Under Test (DUT) to

apply harsh testing and be able to find the suitable regions of the devices through

the Physics of Failure (PoF). In our proposed method, the Finite Element Analysis

(FEA) will be used, and the ALT will be implemented in the simulation platform.

As we expect the simulation modeling might not be accurate in the beginning state

due to lack of the previous model of a device or converter, the active calibration
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Figure 1.3: General proposed reliability solution: The proposed framework of
Internet of Things reliability analysis using edge/cloud computations for an advanced
power electronics converter.

method will be used to reduce the computation error over the time through the actual

measurements. This eventually leads to finding cheaper, and adaptable solution as

more data will be collected, and the simulation could be calibrated over the time.

1.4 Thesis contributions

The thesis chapters are described as follows: Chapter 2 describes the failure mech-

anism affecting enhancement mode GaN power devices. Chapter 3 focuses on the

fault diagnostic and the proposed solution for the active prognostics including the

test benches. This chapter presents the architecture of the system as power electron-

ics point of view. In Chapter 4, the concept of Deep Learning Reliability Awareness

of Converters at the Edge (Deep RACE) is developed. Chapter 5 focuses on the
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system integration through edge computation following with the experimental results

in Chapter 6. Chapter 7 discusses a new current measurement technique for active

Rds(on) measurements followed with the experimental results along with the conclu-

sion and future work in Chapter 8. The thesis organization is also shown in Fig.

1.4.

Figure 1.4: Thesis framework : The main contributions of this work are provided
in eight chapters.



CHAPTER 2: FAILURE MECHANISM OF GaN TRANSISTORS IN POWER

APPLICATIONS

2.1 Characteristics and structure of GaN transistors

The invention of the High-electron-mobility transistor (HEMT) and using a chan-

nel instead of a doped region, which results in the generation of GaN transistors goes

to back to 1970s. However, they have not been widely used due to technology matu-

ration, and signi�cantly lower cost of Si-based transistors. After 2000, using depletion

mode GaN devices in RF application got more popular, where fabrication of di�erent

crystals such as SiC and AlGaN have been implemented [13, 14]. Nowadays, the gen-

eral road map of using GaN will be categorized as: GaN on Si (for high power low cost

applications) [15, 16], GaN on SiC (high performance, high cost for RF applications)

[17], GaN on Diamond (for higher thermal conductivity applications) [18], GaN on

GaN (Integrated IC, vertical GaN for future applications) [19]. It is expected by 2024

the GaN power market has annual growth more than 28% [20].

The common structure of GaN power devices is built in lateral architecture, which

results in lower parasitic capacitance. Moreover, this architecture makes the main

conduction path shorter, which results in lowerRds(on) . In today's technology, the Si

wafer is considered for the substrate to reduce the cost of manufacturing. GaN crystals

are grown on the bu�er layer (typically AlN) on the top of the substrate, followed by

AlGaN to form an ohmic contact. The piezoelectric e�ect as a main source of GaN

conductivity, the high concentration of electrons will be accumulated between AlGaN

and GaN layer, and typically referred to as Two-Dimensional Electron Gas (2DEG).

In enhancement mode GaN devices, a dielectric layer is considered underneath of the

gate metal to make the normally-o� transistors shown in Fig. 2.1.
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Figure 2.1: Lateral GaN structure : The cross section of an enhancement GaN.

The lateral GaN structure has some bene�ts like relatively easy fabrication, lower

conduction loss, and inexpensive solution. However, relatively low breakdown voltage,

and the current collapse issue (due to high current �ow near the surface) are the main

drawbacks of this architecture [21]. After processing the waver, in order to make

electrical connection to the outside, unlike many conventional methods for bond wire

attachment, direct soldering of contacts to the wavers are used in state-of-the-art

solutions of lead manufacturers [13, 16].

In general, higher energy band gap results in higher voltage breakdown, and lower

ohmic resistance, which GaN shows promising performance on this side. Theoreti-

cally, GaN transistors should have a longer lifetime than Si devices because of their

signi�cantly higher activation energy (>2.0 e.V compared to 0.7 e.V for Si). However,

engineers based on their requirements might come up with an individual converter de-

sign. These design might also have signi�cant di�erences concerning topology, power

rating, e�ciency, performance, and implementation.

Today's manufacturers focused on two types of GaN power modules as enhancement

and Cascode GaN devices. The enhancement mode GaN was known as normally

OFF devices, and Cascode built as the combination of depletion mode GaN in series

with Si-MOSFET. The Cascode architecture was proposed by di�erent manufacturers

(Transphorm, Sharp and TI), where in addition to depletion mode GaN a normally

OFF Si-MOSFET is o�ered to make it feasible in many common designs. The gate

circuit design of the MOSFET can control the ON/OFF state of the GaN since the
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MOSFET with higher absolute voltage compared to GaN threshold voltage. This

topology has two side e�ects: As the gate circuit of the MOSFETs operates at a

higher voltage level compared to the GaN, and consequently has a higher loss in

the circuit. Moreover, the series MOSFETs will add additional resistance on the

conduction path and reverse recovery charge of the body diode. On the other side,

enhancement mode GaN give an opportunity to make the device normally OFF when

the applied gate voltage compared to the source is zero. However, the e�ect of reverse

conduction due to its inherent physics of the GaN semiconductors, they can fully turn

on in the third quadrant. Lack of Si-body diode in the GaN devices might result in

a higher loss during transients in Switch Mode Power Supplies (SMPS), which needs

careful adjustment of dead-times. Moreover, a lower threshold of the voltage in the

enhancement mode GaN o�ers lower loss in the gate driver circuits, but it makes

the design very challenging because of overshoot and cross-talk considerations in the

layout. All in all, simple packaging and no reverse recovery charge issue coming from

the body diode, potentially much lower on-resistance gives a lot of interest for the

manufacturer and designers to invest in this technology.

Due to relatively new evolved technology in the last years, and di�erent manu-

facturing processes for GaN modules, a need for comprehensive reliability analysis

would be crucial. This will be very helpful for designers who need transitions to this

technology. Even for Si-based devices where their reliability have been examined,

and standards test setup have been veri�ed for several decades, there is no speci�c

methodology to show the performance and characterization of power devices under

converter operation, which might be varied from one to another design.

2.2 Failure mechanism in power semiconductors

2.2.1 Challenges for reliability evaluation in GaN power devices

Theoretically, GaN power transistors should have a longer lifetime than Si-devices

because of their higher activation energy. However, due to some manufacturing lim-
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itation, this might not have been shown in any product yet. For instance, to reduce

the cost of the GaN devices, many of lead manufacturers fabricate GaN on the Si-

substrate, where GaN and Si inherently have crystal mismatching. High-temperature

methods have characterized most common ALT analysis for Si-based semiconductors

and the failure mechanisms. For instance, Arrhenius exponential law as one of the

most common techniques for the reliability assessment in Si-based semiconductors,

the variation of activation energy results in the higher error for extrapolation to the

real test conditions. Therefore, there are some severe constraints to comment on

the accuracy of the conventional methodologies for failure mechanism extraction and

remaining useful life estimation [22, 23].

Table 2.1: Summary of main failure mechanisms in GaN power

Failure Potential Rds(on) Vth I g

Scottkey contact Increase Increase -
Contact degradation - - Increase

Ohmic thermal degradation Increase Abnormal changes -
Charge trapping* Increase Decrease -

Hot carrier trap generation* Increase Decrease Increase
Piezoelectric* Increase Decrease Abnormal changes

2.2.2 A review of failure mechanism in previous studies

Power cycling tests on the discrete 650V GaN devices have been performed thor-

oughly in [24, 25] under several ALT. These studies showed the variations ofI dss,

Rds(on) , Vth , and Tj are more dominant after the ALT, and also veri�ed that the

solder layer is crucial in the device early degradation. UsingRds(on) as a precursor

for earlier failure of GaN devices was considered under ALT, and Extended Kalman

Filter estimator was developed for device failure propagation and threshold identi�-

cation in [26]. However, all of these methods have been analyzed under DC input

supplies, where the results might vary under real switching converter operation, and

need further evaluations.
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Figure 2.2: Lateral GaN structure : The most susceptible regions in GaN device.

Furthermore, the focus is on �nding the root of failure in GaN devices, by using

similar semiconductors as Si-power semiconductors and GaAs in RF applications.

The failure mechanism in Si-modules is categorized into two main groups as intrinsic

and extrinsic. Intrinsic refers to failure damages coming from the semiconductors

failures; however, the latter one includes the transistor packaging issues. Most com-

mon failures of intrinsic types are the dielectric breakdown, time-dependent dielectric

breakdown, electromigration. For extrinsic, bond-wire lift failure, die solder degrada-

tion are reported in the previous literature [7, 8, 27, 28, 29, 30]. These studies veri�ed

the bond-wire lift has the severe e�ect on the device failure over time. However, be-

cause of the signi�cant progress of developing new packages, such as LGA or GaN-PX,

the conventional bond-wire issues cannot be easily found as the common failure in

the modern GaN devices [31, 32]. Some studies by focusing on the similarity of the

crystal structure of GaAs, and considering the similar substrate characteristics of Si-

based semiconductors derived the potential failure in GaN modules [33, 34, 35, 36].

The most common potential failure of lateral GaN power devices is shown in Fig. 2.2

and precursor identi�cations are summarized in Table 2.1.



CHAPTER 3: ONLINE PROGNOSTIC IN SWITCHING POWER CONVERTERS

3.1 Introduction

Controllable power semiconductor devices play the most dominant role in the

switching power converters. Operating at high current and voltage create extreme

stress on the power devices, which meanwhile make them the most susceptible com-

ponents in the converters. Therefore, reliable operation of the power converters will

be more highlighted in emerging technologies and future applications.

To address the reliability issues of a complex system in the design, fabrication, and

maintenance process, di�erent diagnostic and prognostics techniques are proposed.

The evaluation of these processes is bene�ciary to enable health management systems

for useful life estimation and reducing the risk of failures [37, 38, 39]. However, the

applied techniques (i.e., such as Kalman �lter and Bayesian calibration) used classical

�rst-order models; therefore their accuracies are limited and cannot be adaptive to

long-term changes. Moreover, in advanced power electronics, it is hard to understand

the degradation physics due to the system's sophistication, which makes then model

them accurately in mathematical formats [40, 41, 42].

Recent advances in machine learning open a new horizon toward smart and au-

tonomous systems. Applying machine learning at the earliest stage of design pro-

cedure has the most signi�cant e�ect on the reliability pattern modeling. With the

new wave of the Internet of Things (IoT), there is a big chance to be connected to

any devices [43, 44]. In particular, the much higher impact could be in the power

electronics as many factors are unknown, or it is tough to model in classical fashion.

A real-time, low latency decision making and scalable systems require to move the

computation of prediction from the cloud to the network nodes.
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This section presents a transformative approach for power semiconductor devices

reliability to streamline the integration of devices into the smart power electronics

systems. Therefore, an integrated framework is proposed based on cloud-edge plat-

form, where training happens in the cloud and inference at the edge next to the power

devices. In this regard, the recent advances of Recurrent Neural Networks (RNN) in

deep learning is used to capture the behavior over time in complex systems. While

training can be done o�-line, interference will be operated at the edge (on-line) pro-

viding real-time feedback of the reliability modeling as well as active control and

decision making for device proliferate.

3.2 Online reliability analysis GaN devices

The GaN power semiconductor is a promising solution to improve the e�ciency

and the performance of future power converters [45, 46]. Despite the superior char-

acteristics of GaN devices, they are often turned down due to limited information on

reliability in many applications. Diagnostics/prognostics approaches enable a pos-

sibility of solving reliability issues in complex systems from design to operation for

remaining useful life estimation, and mitigation of failure risks. The studies on relia-

bility assessment and system monitoring have focused on component level reliability,

damage accumulation, data analytic and condition-based predictions [12, 40]. Com-

ponent failure approaches rely on the statistical model derived from obtained data

in a laboratory environment and/or historical component usage [11]. These methods

are not considered prognostics since they do not take into account the unit-to-unit

di�erence and their speci�c usage history. The damage accumulation methods o�er

more accurate tendency, but they need empirical veri�cation and experimental obser-

vations. Data analytic and condition-based monitoring focus on big-data extraction,

and estimation with the past usage history data provided by ALT. Several methods

are proposed for mean-life estimates like six sigma, fault tree analysis, state space,

and �ltering estimations [41, 47].
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Figure 3.1: Conventional reliability solution : #N samples of devices with #M
conditions have been analyzed experimentally under accelerated life tests to �nd the
reliability model. Adaptability with the new technologies and the experimental costs
are their main drawbacks.

Furthermore, a newly developed PoF analysis is presented to identify the failure

root mechanism and drive the reliability models quantitatively. Theoretically speak-

ing, it is possible to make life predictions based on these methods; however, the

performance is likely going to be poor when compared to the actual failure time

observed. This occurs because no knowledge of the actual component is used, and

all the applied techniques considered the constant failure rates in components and

system levels [11, 48]. Most of the developed approaches relied on stress on the de-
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vices under power/thermal cycling with the experimental observations shown in Fig.

3.1. In the active monitoring technique, based on the available data from the sys-

tem, a predictive online model for the converter operation can be derived. Having

the limited knowledge of the existing state or the system status, the adaptive model

can predict the system characteristics within the next time horizons shown in Fig.

3.2. The combination of failure diagnostics (model derivation) and self-veri�cation

techniques (deep learning analysis) can be evolved as a new generation of physics-

based diagnostic/prognostic scheme to develop an adaptive model for a system level

reliability.

Figure 3.2: Proposed solution : Adaptive prognostics concept using multi-physics
co-simulations and machine learning algorithm with advanced monitoring.

This work presents a hybrid condition-based prediction where the ALT will be

run in multi-physics simulations. Based on the simulated reliability model, a new

RNN machine learning scheme is proposed for the system prognostics. Here, the

component selection for the reliability analysis and modeling of solder fatigue in

the power converter is described. This section also proposes the methodology for

health conditioning system, which focuses on machine learning method for parameter

estimations of the system calibration.
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3.3 GaN Power Converter-Digital Twin

3.3.1 Thermomechanical susceptibility

In the existing lateral enhancement mode GaN products, GaN is grown on the Si-

substrate. Due to inherent mismatching of stacked materials, the di�erent Coe�cient

of Thermal Expansion (CTE) of the mounted GaN onto the PCB causes generation of

cracks. The GaN power device is subject to the high power, which makes the thermo-

mechanical stress in the solder joints among the most susceptible sections. Therefore,

the crack could propagate along the solder joints and eventually it will result in per-

manent failure in the devices. The solder joint fatigue existed in Si-based devices,

but the fatigue in the compound semiconductors will be worse. Although there is no

direct correlation between crack propagation and physical parameter extraction, the

previous study showed this mechanism could have an impact on the gradual increase

of the electrical resistance [49, 50, 51].

3.3.2 Reliability framework of power converter

To comment on the reliability assessment of power converters, it is essential to have

a robust converter. Therefore, the summarized all the possible candidate of GaN

devices are provided that could be used for this study. The loss index ofRds(on) � Qg

is de�ned to compare the e�ciency power conversion in di�erent devices, the thermal

resistance and the reverse recovery charge also considered as shown in Table 3.2.

The various CTE of stacked layers inject stress concentrations, and they cause de-

formation of materials. The deformation mainly is observed as a crack on the solder

joints, and eventually results in permanent failure of the compound semiconductors.

The characterization of the crack propagation is very hard because of the complexity

of the device and assembling of stacked layers. Moreover, challenging on the measure-

ments of the operation of high-frequency converter makes the system modeling very

di�cult. Therefore, a new framework is proposed to be able to characterize the un-
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known parameters that physically are not possible to measure them on the operating

power converter. The main contribution is to correlate the mathematical formula-

tions of the direct measurement ofRds(on) the corresponding mechanical parameters

responsible for the fatigue. The proposed framework consists of three main sections

as simulation-based ALT, online system monitoring, and the machine learning unit.

In the simulation-ALT, the energy-based fatigue of the power semiconductor under

stress-strain hysteresis is modeled. The Gerber �les of the converter layout will be

imported, and the semiconductor device is shaped accordingly. Knowing the device

conduction loss, the ALT is carried out under temperature cycling with the FEA. The

simulation output provides a degradation model of the actual system. The model

calibration is needed due to lack of detailed information of mounted device onto the

PCB in the real order. The calibration will be done with the online measurements

and update the unknown parameters through machine learning units. The online

monitoring system focuses on system measurement of the main physical parameters

(e.g., voltage, current, and the temperature). The resistance of the semiconductor,

total loss, and the converter power range can be calculated based on the captured data.

The machine learning unit based on the proposed model calibrates the simulation

model according to the actual measurements shown in Fig. 3.5.

3.3.3 Energy-based fatigue failure modeling

Thermal fatigue failure due to the CTE of materials is the main failure mechanism

of the solder joint connections, especially in the compound semiconductors. The

increase in the electrical resistance during fatigue has been studied and veri�ed in

[49, 50]. The energy-based fatigue is used by focusing on the energy accumulated in

the susceptible regions shown in Fig. 3.3. The dissipated energy occurs within the

strain-stress diagram, and the variations of resistance-strain are depicted in (3.1):

� Rds(on) = Rds(on)(1 + 2v + a)� (3.1)
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Figure 3.3: Mounted GaN on the PCB : Simpli�ed model of a lateral GaN mounted
on the PCB. GaN and Silicon (substrates) are isolated with thin layer of AlGaN, and
packaging is not considered in the model.

where v is Poisson ratio,a is the resistivity of the material, and � is the material

strain [51]. These parameters depend on the material and the operational tempera-

ture can be considered as constant values. The total mechanical strain of the solder

deformation can be given as (3.2):

� t = � e + � c + � p (3.2)

where the � e, � c, � p are elastic, creep and plastic strains respectively, and can be

calculated in (3.3):

d�s

dt
= Css[sinh(�� )]nexp(

� Ea

kT
) (3.3)

� e = �=E (3.4)

d�c

dt
=

d�s

dt
(1 + � tB)exp(� B

d�c

dt
t) (3.5)

The summary of the parameters and the associated values are in Table 3.1.
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Table 3.1: Stress-strain parameters for the simulation analysis

Parameter Description Value Unit
Css Constant 8 � e4 1=s
� Stress level 4:6 � e� 4 1=psi
k Boltzmann coe�cient 1:38� 10� 23 m2Kg=s2K
n Stress component 4 -

Ea Activation of energy 0.7 e:V
� t Transient creep strain 0.025 -
B Transient creep coe�cient 260 -
Cp Constant 1:2 � e� 23 -
m Constant 5.5 -
T Ambient Temperature 300 K

During solder fatigue, the plastic strain plays a major role, where the rests of the

strain changes remain almost constant [41, 52]. Knowing the material properties and

the junction temperature of the device, the parameters associated with the elastic

and creep strains will be constant:

� Whys =
I

Hystloop
�d� (3.6)

wherein (3.6) � is the stress,� is strain, and Whys is the cyclic dissipated energy

loss shown in Fig. 3.4. Knowing the changes of strain (� ) could result in changes

of on-resistanceRds(on) , while the ALT runs for each iteration, a series test resistor

will be added to the model to calculate the resistance variations. It can be presumed

that the energy loss calculated in� Whys will potentially a�ect the tiny variations

on the physical measurement of the on-resistance. Since �nding all the unknown

parameters associated with the loss model could be very di�cult and time-consuming,

the simpli�ed model of this is used. Since the strain changes have a linear impact in

the initial stages, the simpli�ed model is developed as:

� t = A � (� load=� ref )B (3.7)
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where A and B are the unknown parametric constants coming from the machine

learning algorithm, � t is the total strain and � load is the load stress depending on the

GaN loss generation and material properties de�ned in the simulation platform, and

� ref is the reference stress expected from the manufacturer test plans shown in Fig.

3.6. Here, the fundamental material properties are used that has been used in the

lateral GaN devices.

Figure 3.4: The hysteresis loss : Once the nominal mean stress is less than border
mean stress (left) vs. the mean stress is higher than the border mean stress (right).

Figure 3.5: Proposed framework for GaN power converter-Digital Twin : The
online device monitoring, and simulation-based ALT for reliability analysis. A ma-
chine learning system is developed for system calibrations and parameter estimations.

The major contribution here is to estimate the in�nitesimal loss generation resulted
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from the solder fatigue of the stress and strain diagram through the simulations. In

practical application, it is tough to measure the stress-strain variations, but with

physical loss generation of the device, the loss could be speculated through the math-

ematical analysis. Knowing the properties of the material in the stacked layer of

the GaN devices, a test resistor will be placed to characterize the device resistance

variations. In this system, Darveaux fatigue modeling is used to evaluate the crack

propagation and life prediction of the solder material [52]. Based on this model, the

solder fatigue under the thermal cycle conditions tests can be simpli�ed as (7.6):

N = k1(
� Wave

Wref
)

k2

+ a=k3(
� Wave

Wref
)

� k4

(3.8)

where, � Wave is the average dissipated energy calculated in the in�nitesimal the

area of stress-strain of the solder joint under the fatigue cycles,k1 and k3 are energy

coe�cients of crack initiation and propagation, and k2, k4, are energy exponents of

crack initiation and propagation respectively. Thea parameter re�ects the distance

of the crack, and it could potentially start from one side of solder joint [53].

Figure 3.6: Simulation of the accelerated life test : The fatigue failure mode of
the lateral GaN device is simulated through the �nite element analysis.
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The variations of the electrical resistance results in the changes of the strain pro-

ductively, where the simulated results for �ltered 10000 cycles are shown in Fig. 3.7.

Figure 3.7: Simulation of strain-resistance : The resistance variations and the
strain changes are simulation based on the proposed geometry.

The strain variations resulted from Fig. 3.7 could potentially change the variation

in energy loss generated through the solder fatigue. Therefore, in each run, the stress

changes in equation 3.7 is calculated and the power loss generation in each cycle is

simulated accordingly shown in Fig. 3.8.

Finally, the simulated results for on-resistance for more than 10000 iterations under

four di�erent scenarios with various coe�cients in equation 3.7 shown in Fig. 3.9.

Since the simulation gives pure resistance changes, a normal distribution process noise

is added to the simulated results for easier training and make it more realistic to the

actual device measurement.
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Figure 3.8: Simulation of strain-resistance : The simulated energy loss generated
from the stress and strain variation of the joints in the accelerated life analysis.

Figure 3.9: Simulation result of the accelerated life test : The variations Rds(on)

under temperature cycling due to solder fatigue of GaN on Silicon.
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CHAPTER 4: DEEP LEARNING FOR ONLINE RELIABILITY ASSESSMENT

4.1 Introduction

With the signi�cant growth of advanced high-frequency power converters, on-line

monitoring and ongoing reliability assessment of power electronic devices are incredi-

bly crucial. Existing reliability modeling approaches for power electronic devices often

use classical �rst-order models which limit the reliability assessment. Furthermore,

they often look at the individual devices in isolation and do not take into account the

collected data across many devices with similar underlying physic. Mathematically

formulating and precise understanding of the physical degradation in high-frequency

power converters is notoriously tricky, due to systemâs sophistication and many un-

known non-deterministic variables. To solve this problem, a wide range of stochastic

diagnostic and prognostics techniques have been proposed to address the reliability

issues of a complex system in the design, fabrication, and maintenance process. Ex-

amples are classical time series modeling and prediction techniques such as Kalman

�lter and Bayesian calibration. However, these approaches are often bounded to �rst-

order models in isolation and are not able to bring the collective behavior of many

devices with the same underlying physic to create an accurate algorithmic construct.

Therefore, their prediction accuracy is minimal. One example of associated issues

using existing machine learning technique in the next subsection. Recent advances

in deep learning open a new horizon toward smart and autonomous systems. Deep

learning o�ers a data-driven paradigm to understand, model and predict the behavior

of complex systems by extracting the in-depth collective knowledge.
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4.1.1 Challenges of using machine learning algorithm (Bayesian model)

The growth pattern of Rds(on) , can be modeled using an exponential �t as the

device goes through aging. The goal is to �t a model with the best set of parameters

whose behavior resemble theRds(on) variations. In the proposed approach, unlike the

reliability-based models, a single system (subsystem) is considered. The principle

of the proposed algorithm follows Bayes theorem. The parameters are considered

as unknown random variables and express our knowledge about the parameters in

the form of probability distributions. Based on this prior knowledge and available

observations (measurements), a posterior probability of parameters can be derived.

The prior knowledge about parameters is expressed independently from observation,

and the posterior probability of parameters given a series of observations is derived

using Bayes theorem. Since it is virtually impossible to obtain the posterior in a

closed form manner, this is done through a Monte Carlo Markov Chain (MCMC)

process. Metropolis-Hastings algorithm is one form of these methods, which have

been recently used in the model calibration applications [54].

The behavior of On-resistance change has di�erent patterns of growth that are

distinguishable by abrupt changes shown in Fig. 4.3. One speci�c implication of

this statement is a sharp knee shape variation in the observed data due to loading

conditions, ambient temperature or substantial device/system characteristic changes.

This can be seen as a critical point in which the device degradation pattern starts

growing at a faster rate. To �nd the knee, a line is regressed from the �rst to the last

measurement. The knee lies in the region that has the largest amount of deviation

from the regressed line.Rds(on) behavior is modeled in (4.1):

log(Rds) =

8
>><

>>:

a1 � t + b1; t < t 0

a2 � (t � t0) + b2; t � t0

(4.1)
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where t0 is a point in the neighborhood of the knee anda1; b1; a2 and b2 are regres-

sion parameters. In this framework, each parameter has a prior probability density

function that expresses the prior beliefs in the true parameter values. The proposed

priors are Normal (Gaussian) distributionsN (�; � ) where the means(� ) are reason-

able guesses for the parameter values based on some initial test results. The algo-

rithm estimates the posteriorP(� jD) distribution using a limited number of sampled

parameters. It starts by generating a candidate sample� c of parameters from the

parameter space with a probabilityp(� c) and likelihoodP(Dj� c). The next candidate

� c0
is selected using a random jump from� c. The new candidate is always accepted if

it improves the ratio r = P (� c 0j D )

P (� c jD ) � P (� c 0)

P (� c ) , otherwise the candidate has a second chance

of acceptance through comparingr with a randomly generated number,0 < � < 1.

If r > � the new candidate is accepted. Meanwhile, the old candidate is chosen as

the new candidate for the next iteration. After enough iterations (greater than 20000

as suggested by [54]) the algorithm stops, and convergence for posteriors is reached

as shown in Fig. 4.1 and Fig. 4.2, respectively.

As of the main advantages of using this method, Uncertainty is a natural outcome

of the process during the parameter extraction estimation, and learning algorithm

development, which highlighted are in Fig. 4.3.

It should be noted this method avoids the high number of damage accumulation

in comparison with conventional reliability-based prediction methods where a large

number of units are âtestedâ under same conditions, and consequently, the con�dence

interval of the model is derived. Therefore, initially, a single device is considered

in both the accelerated test set up and nominal (practical) operating points of the

converter. Also, the importance of the proposed method becomes apparent when

either there are negligible changes in the fault cursor for a signi�cant time or there is

a substantial change in the operating conditions.
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Figure 4.1: Parameter estimation : The probability density function of the poste-
rior as the unknown parameters, and veri�cation MCMC algorithm.

Figure 4.2: Parameter estimation : The probability density function of the poste-
rior as the unknown parameters, and veri�cation MCMC algorithm.
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Figure 4.3: Bayesian calibration : The output results of the algorithm for pattern
recognition within the con�dence interval. Red: drain-source resistance changes, blue:
the estimated resistance variation within the speci�c con�dence level after the data
�ltering and highlighted near the knee point.

4.2 Recurrent neural networks

The RNN is a branch of neural networks specialized for analyzing a sequence of

data notated by X = [ x1 x2 ::: x� ] where � is the number of input sequences.

Fig. 4.4 depicts an RNN computation node, i.e. neuron, and its unrolling version

where � = 4. A neuron passes the information from the past to the current time by

sharing the information and updating the cell state,c; therefore, the sharing process

enables RNN to model a behavior of a time sequence. In a standard RNN cell, and

the given input X , the cell output Z = [ z1 z2 ::: z� ] is computed as:

i t = Wi x t + Wcct � 1 + bi (4.2)

ct = � (i t ) (4.3)

ot = Woct + bo (4.4)

zt = � (ot ) (4.5)
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Figure 4.4: Recurrent Neural Networks : The schematic of standard RNN cell
and its unrolling version for four input time sequence

where � (�) and � (�) are nonlinear activation functions,Wi is input weight, Wc is the

state cell weight,Wo is the output weight, and bi , bo are biases for input and output

values, respectively. KnowingY = [ y1 y2 ::: y� ] as the referenced output, the loss

function can be de�ned in:

L(Z; Y ) =
�X

t=1

L(zt ; yt ) (4.6)

In (4.6), L(zt ; yt ) can be mean squared error of a regression function or cross-entropy

for classi�cation purposes.

argmin
�

L(z(� ); Y) (4.7)

where � is a network vector model described as:� = [ Wi Wc Wo bi bo c0]. To

extract the proper weight factors of the proposed model, Back Propagation Through

Time (BPTT) algorithm can be applied to train the RNN network [55, 56]. In the

standard RNN, one of the major issues of using BPTT is losing the sensitivity of

cells to the earliest inputs due to the chain of partial derivation. This phenomena is

known as vanishing gradient problem and eventually prevents the network reaches to

the earliest states in deep RNN [57].
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4.3 Deep Learning Reliability Awareness of Converters at the Edge

(Deep RACE)

This section presents a framework of online reliability awareness system for power

device diagnostics model and system integration for prognostic development. The

extended version of RNN is applied, called LSTM for data training, and edge compu-

tations. Then, a new architecture is proposed that leverages the bene�ts of advanced

power electronics converter, communication, control structure, and the cloud-edge

platform for real-time prediction. First, the work focused on how the power MOS-

FET degradation behavior was modeled using deep LSTM network. Then, the new

architecture is presented for the online system integration through the edge-cloud

computation platform.

4.3.1 Long short-term memory

To prevent the vanishing gradient, LSTM is introduced, which proposes a subset

of the cyclical node inside its cell known as �memory� [58]. An LSTM cell has three

vectorized sigmoid (� ) functions, which each individual function operates as a gate

and controls the �ow of information passing through the cell � the input, output,

and forget gates. Each gate maps its input toS = f si jsi 2 [0; 1]g, where zero is a

closed gate and one means the gate is open. Moreover, the cell state (memory) is

preserved byC as a new candidate. The information of new candidates should be

stored in cell state, and introduced by~c shown in Fig. 4.5. Therefore, the output of

each LSTM cell is:

i t = � (Wi vt + bi ) (4.8)

f t = � (Wf vt + bf ) (4.9)

ot = � (Wovt + bo) (4.10)

~ct = tanh(Wcvt + bc) (4.11)
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ct = f t � ct � 1 + i t � ~ct (4.12)

ht = ot � tanh(ct ) � ~ct (4.13)

where � = [ Wi Wo Wf Wc bi bo bf bc c0] is a network model that should be

trained, and vt = [ x t ht � 1], � is Hadamard product. The input gates (4.8) decide

what portion of current input will be stored in cell memory and forget gate (4.9)

chooses which portion of memory should be erased. Therefore, new information

(candidate) will be mined by (4.11), and the cell memory will be updated in (4.12).

Moreover, the output gate (4.10) decides which part of cell memory should a�ect the

LSTM output at time t, and �nally the LSTM output value is calculated in (4.13).

Figure 4.5: A single LSTM cell : Inside of an LSTM cell consisting of three gates
and the state of the cell is preserved by variablect .

To model the complexity of � Rds(on) propagation, using an individual cell is not

su�cient. Therefore, there is a need to design a deep LSTM architecture to increase

the network depth, and build up the progressive pattern recognition of sequential data

in both coarse and �ne grain directions. In this real-time system, a stacked LSTM is

developed to generalize the existing pattern in power MOSFET degradation.
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4.3.2 Device model training

For the precursor of device failure degradation, we consider the trajectory resistance

of drain-source of power MOSFET during ON time (i.e.,� Rds(on)). As � Rds(on) is

intrinsically a time series, we design the model using deep LSTM network, where

the training is developed by aggregating data from di�erent devices with the same

technologies. For each network training iteration of power devices, a batch should be

created. Therefore, for predicting the nextn samples of� Rds(on) based on provided

last input sequence (� ), batch should consist of� Rds(on) with the size of (� + n). In

each batch, increasing of device vectors help to expand the network and model the

complex degradation properly that results in higher accuracy of the predicted trajec-

tory. The 3D-batch tensor con�guration for training iteration is shown in Fig. 4.6.

The dimension of vectorRk
mt is characterized based on theinput size shown by k,

wherem is the available devices for training, andt is the sequence.

Rk
11 � � � Rk

1� � � � Rk
1(n+ � )

Rk
2(n+ � )

...

Rk
m(n+ � )

R1
11 � � � R1

1� � � � R1
1(n+ � )

R1
21 � � � R1

2� � � � R1
2(n+ � )

...
. . .

...
. . .

...

R1
m1 � � � R1

m� � � � R1
m(n+ � )

k = �

k = 1

Figure 4.6: Batch tensor con�guration : Three dimensional batch tensor with a
characterized vectorRk

mt .

For designing of deep LSTM network, we also need to consider two major parame-

ters known asnumber of hidden layers, and thenumber of stacked layers. The number

of hidden layer is the dimension of vectors generated in equations (4.8)-(4.13). The

vector size can be changed by altering the weight tensor shape and bias tensor shape

de�ned in equations (4.8)-(4.11). Increasing the hidden layer is interpreted as in-
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creasing the �memory� size of the LSTM and its capacity to learn existing complex

pattern in a signal. The stacked layer is the other parameter to increase the depth

of the LSTM network. Here, by stacking the cell up together in a way theht of one

cell is used as an input to its adjacent top cells. Acquiring proper values for these

parameters can be done by exploring the space-based design constraints (e.g., system

accuracy, processing time, and power consumption) [59]. The architecture of stacked

LSTM with the input sequence of� and the stacked layer size of̀ is depicted in

Fig. 4.7.

Figure 4.7: The stacked LSTM : An unrolled LSTM cell predicts the nextn samples
of � Rds(on) based on last sensed data.
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Algorithm 1 Training the deep LSTM network

Input: X training ; Ytraining ; X test ; Ytest ; �; m; n; `; k; �; e th ; it max

Output: � � ; 1 � � � `; � d . Network models
1: computation_ graph  LSTM( hidden_ layer; `)
2: error  1 . Initialize the test error
3: |  0
4: init_rand( � � for � in [1:::`]) . Initialize LSTM network models from truncated

normal distributions
5: init_rand( � d)
6: while (| � it max ) or (error � eth ) do
7: X batch; Ybatch  generate_data(X training , Ytraining , m, n, � , k)
8: � Rds(on)  inference(computation_ graph; Xbatch, [� � for � in [1:::`]], � d) .

Predicted � Rds(on) for training
9: error training  L(� Rds(on) ; Ybatch)

10: [� � for � in [1:::`]], � d  optimizer(computation_ graph; errortraining , [� � for
� in [1:::`]], � d)

11: x test ; ytest  generate_data(X test , Ytest , m, n, � , k)
12: � Rds(on)  inference(computation_ graph; xtest ; ytest , [� k for k in [1:::`]], � d) .

Predicted � Rds(on) for test
13: error  L(� Rds(on) ; ytest )
14: |  | + 1
15: end while

Since the output vectorht 2 [� 1; 1], it is required to denormalize the deep LSTM

network output to actual system measurement. Therefore, a fully connected layer is

added to the output of stacked LSTM to mapht to the predicted � Rds(on) at time t

as shown in Fig. 4.8.

Figure 4.8: The proposed deep LSTM network model : A linear layer is added
to the deep stacked LSTM to mapht to on-line measured� R at time t.

Based on modi�ed deep LSTM structure, the network models are described as:
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� � = [ W� i W� o W� f W� c b� i b� o b� f b� c c� 0
]; 1 � � � ` . In our model, k is

the index of stacked layer, and̀ is the stacked layer number. In each LSTM cell,

� d = [ Wd bd] will be trained by the cloud, and it will be used at edge for real-time

prediction.



CHAPTER 5: SYSTEM INTEGRATION

5.1 Introduction

This section presents the framework of the online reliability awareness system for

diagnostic modeling and prognostic development. The proposed architecture uses

advanced communication, control and power structure for reliability analysis. The

four major sections are a) power stage development, b) sensing unit, c) control system

and d) cloud computation networks.

5.1.1 Real-time edge analysis

The edge converter has its local controller equipped with an embedded SoC to

predict the power transistor degradation. The� -controller unit is responsible for

modulating the gate signals for the power converter control, and continuous moni-

toring the voltage, current, and temperature of power converters. The captured data

also will be transferred to the cloud to perform the reliability analysis for each edge

node. The SoC runs inference section of deep LSTM and estimates the trajectory

device resistance� Rds(on) based on the trained network models from the cloud. The

real-time edge node computation of switching converter through Deep RACE is shown

in Fig. 5.1.

5.1.2 Data training and batch aggregation on the cloud

Despite conventional methodologies, where the reliability models were extracted

from costly accelerated life tests, we added the cloud server for real-time system

operation. The cloud stores the actual data from the switching converter and trains

them for reliability model exploration. In this context, the cloud side update edge

Deep LSTM models to increase the con�dence interval of the prediction, and estimate
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the remaining useful life the devices. While the edge nodes use local computing power

to perform the prediction, it relies on the cloud for training the network and updating

the aggregated device models. To increase the con�dence interval of the power devices

and the system operation, we de�ned� Rt as the prede�ned threshold. Once the error

of predicted device resistance� Rds(on) is greater than the preset threshold� Rt , the

network models will be automatically updated through training the network on the

cloud server.

Figure 5.1: The edge node diagram : It consists of a� -controller and AI SoC to
generate gate signals and predict the trajectory resistance of power transistor.

5.2 Architecture for real-time system monitoring

5.2.1 Proposed physics of failure-statistics model using cloud computations

To enable an active diagnostic/prognostic reliability awareness system, a new base-

line architecture for investigation and predictive model development is proposed as

shown in Fig. 5.2. This architecture utilizes the most advanced communication, con-

trol, and power structures to address the system robust operation with IoT approach.

The overall system is categorized into four major sections as a) power stage, b) sensing

elements, c) control units, d) cloud networks. In the power stage, the most advanced

power electronics converter without any compromising on the system performance

will be designed and operated under nominal conditions. The power converter can be
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tested under di�erent ambient temperature or humidity for robustness evaluations.

The second stage consists of accurate high current and voltage sensors to capture

characterization and enable a proper Data Acquisition System (DAS) for converter

monitoring under switching. In the controller unit, all the digitization process of the

measurement signals and transferring the signal to the cloud, as well as an advanced

analogue/digital controller will be performed. This section is a local controller of

the converter, which can e�ectively implement the predictive models de�ned in the

other layers. Lastly, the cloud network, which consists of multi-processors to run

the complex parallel computations for model derivation with the multi-physics co-

simulations, as well as the deep learning algorithm for parameter calibrations. This

section potentially is a data storage area, which is available for data processing, and

advanced algorithm development.

5.2.2 Hardware system setup

To verify the analysis, a buck converter consists of four GaN modules (GS66516B)

is designed in a parallel con�guration. The power stage schematic of the synchronous

buck converter is shown in Fig. 5.3. Considering all the precautions for optimized

gate loop path, reducing magnetic interface, and thermal management, the prototype

was built on a four-layer PCB. The inner layers board were utilized to conduct the

switching node current, which also increases the surface to dissipate the heat genera-

tion. The input signals for the gate driver generated from the micro-controller. The

+9V isolated power supplies for the gate drivers were clamped with a Zener diode at

+5.6V to make sure the devices are fully ON in the saturated region, but still lower

than the absolute borderline for gate signals (+7V) recommended by the manufac-

turer. The more detailed analysis of this design can be found in [60], and the main

components used for the prototype design are provided in Table 5.1.
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Figure 5.2: New IoT approach for reliability assessment : DAS for characteri-
zation of power converters, and multi-process computation on cloud networks. The
proposed infrastructure architecture provides feasibility of data-processing techniques
for adaptive prognostics in power electronics converters.

5.2.3 Prototype robustness veri�cation

For precise assembling and soldering of the GaN modules on the PCB, the re-�ow

oven (LPKF ProtoFlow S) for surface mount devices is used. To verify the perfor-

mance robustness of the converter operation, for the �rst two weeks, the converter

was running with no heat-sink, but with Fluorinert (FC-40), as a non-electrical con-

ductive liquid. The Fluorinert is elected because of the advantage of having a wide

range of boiling temperature, and very high-volume electrical resistivity. These capa-

bilities provide a symmetric temperature distribution and isotherms behavior. Then,

DC input bus voltage was set at 60V and the switching frequency of the gate drivers

�xed at 100kHz and 50% duty cycle. This forces 14A current passes through the RL

load with an impedance of 2
 . The converter was successfully tested for two weeks

at the 400W nominal power.

Afterward, the heat-sink was attached to the board to make the junction tempera-

ture of the GaN devices at the nominal current operation less than 80 in the standard
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Figure 5.3: Hardware prototype : The buck converter designed in four layers.

room temperature. For this test, the automatic software-based protection system was

built-up to provide the feasibility of continuous setup operation. The prototype was

tested for more than 30 billion cycles with an active cooling system.

Table 5.1: Components in Converter Circuit Design

Item Manufacture Part No. Description
1 GS66516B GaN transistors
2 SI8271GB-IS Isolated gate driver
3 PES1-S5-S9-M-TR Isolated power supply
4 ACM4520-142-2P-T000 Common mode choke �lter
5 CD0603-Z3V9 Zener diode
6 C1608X7R1H104K080AA 0.1uF Bypass capacitor
7 C5750X7R2E105K230KA 1uF Bypass capacitor
8 ERJ-3BQF1R0V 1
 Resistor
9 ERJ-3EKF20R0V 20
 Resistor
10 ERJ-FC0603E50R0BST1 10
 Resistor
11 ERJ-PA3F4701V 4.7k
 Resistor

To enable continuous operation of the switching converter, a supervisory system

control was designed. This system is implemented in Python, where power sup-

ply units and all measurement are controlled remotely and operated continuously as

shown in Fig. 5.4. Two threads, one for measurement, and one for safety concerns

are considered. The measurement thread will capture the scope data, and stores in
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the cloud networks. If the load current is within the safety range, theRds(on) will be

calculated based on the captured raw data.

Figure 5.4: Data acquisition system : Supervisory system control was designed for
data collection and converter protection. red: power path, blue: control signals, and
green: sensing signals.

The calculation is relying on the voltage measurement of the bottom switches

(N2890A), and the di�erential voltage measurement (N2791A) for top devices, as the

inductor current, will be captured by the high bandwidth current probe (TCP303).

To avoid the e�ect of noise during transients and improve the measurement accuracy,

Rds(on) will be calculated only during 40% to 60% dury cyles in both rising and falling

of inductor current.

The second thread for the safety requirement will repeatedly acquire the power

supply status. Depending on the status or the output power, a shutdown will be

initiated. This is mainly based on the deviation between actual power and the de-

sired power (400W). If the deviation of the load current exceeds 3%, an emergency

shutdown will be initiated, where the detailed thread is shown in Fig. 5.5.

Moreover, automated data acquisition system for the switching converters is de-

signed. This system is implemented in Python, and all the units were operated

continuously over 30 billion electrical cycles and data also stored on the cloud shown

in Fig. 5.6 whereas the second system operates over 100 billion electrical cycles in

Fig. 5.7.
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Figure 5.5: Data acquisition system : The thread is provided for device character-
ization and resistance measurement.
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Figure 5.6: The �ltered on-resistance variations : The 400W buck prototype was
tested over 30G cycles with continuous operation at 100kHz switching frequency, and
drain-source resistance variations was captured automatically.

Figure 5.7: The �ltered on-resistance variations : The buck converter was tested
over 100 billion electrical cycles400W and 100kHz. The drain-source on-resistance
variations was captured automatically, and stored on the cloud networks.



CHAPTER 6: EXPERIMENTAL RESULTS

6.1 Introduction

The performance of the proposed real-time reliability analysis was examined for

training the data and applying the Deep RACE. This section describes the testing

scenarios, the hardware setup, and the experimental results. First, the proposed

method is veri�ed using the experimental setup results from the available data in

[30], and the simulated package in the FEA. The details of the concept are shown in

Fig. 6.1

Figure 6.1: The proposed reliability solution : The advanced solution leverages
the bene�ts of Internet of Things for reliability analysis using edge/cloud.

6.1.1 Experimental training of power transistors

On the cloud server, we used Intel Xeon CPU E5-2640 to train the deep LSTM

network, where we initially modeled Si-power MOSFETs. The experimental data sets
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for the training of the power MOSFET (IRF520NPbf) are provided in [30]. Then,

a new set of data is predicted based on the trained system at the edge with no

prior knowledge. For the application with higher window resolutions (i.e., higher

output sequence), the network input sequence should also be increased to minimize the

prediction error. The experiments veri�ed for the prediction of� Rds(on) degradation

behavior, even limited data sets were enough for training the system characteristics.

Therefore, the Deep RACE is trained to estimate the next 104 samples (equals to one

minute ALT). Table 6.1 summarizes the deep LSTM network parameters.

Table 6.1: The parameters for LSTM network training

Item Parameter Description Value
1 k Input size 1
2 � Input sequence 21
3 eth Error threshold 10� 5

4 n Output sequence 104
5 it max Maximum iterations 1000
6 � Number of hidden layer 64
7 ` Number of stacked layer 4
8 m Number of device for training 4

The Google TensorFlow framework is used to implement our stacked LSTM network

model. Each LSTM cell is instantiated by callingtensorf low:contrib:rnn:LSTMCell

function where the number of �hidden layer� is passed as an argument to this function.

In the next step, an array consists ofLSTMCell with the size of �stacked layer� is gen-

erated. Then, the array will be passed to thetensorf low:contrib:rnn:MultiRNNCell

function to create the stacked LSTM network. The network unrolling is accom-

plished through tensorf low:nn:dynamic _ rnn function. We de�ned Mean Square

Error (MSE) (6.1) as an objective loss function, and usedtf:train:AdamOptimizer

method to minimize the function:

MSE =
1
n

nX

i =1

(yi � zi (� ))2 (6.1)
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where zi (� ) is the predicted output trajectory from the Deep RACE, andyi is the

actual measurement of the device resistance.

6.1.2 Hardware setup design and veri�cation

To evaluate the prediction system on edge, a hardware setup is developed. In

this system,� -controller controls the power converter, and also captures the voltage,

and current of the power semiconductor and then transfers them to TX2 board for

edge analysis. For the safety purpose, the automated supervisory control is designed

for analogue data collection of the switching converter and also protects the system

operation if the power conversion deviates more than 5%.

While the training process is performed in the cloud, we evaluated the prediction

of the device resistance variation at the edge. Fig. 6.2, Fig. 6.3 Fig. 6.4, Fig. 6.5,

and Fig. 6.6 illustrate �ve examples of predicted results of power devices and clari�es

the e�ectiveness of the proposed algorithm. Although the apparatus behavior of each

power device degradation looks similar, the microscopic observation of the transistors

is di�erent within the same time horizon. For instance, the trained network is ex-

pecting an exponential increment in a region of� Rds(on) > 0:02
 for Dev#4. Then,

the MSE was compensated through a learning phase at cloud-side, and the predicted

resistance was increased linearly at the edge.

Figure 6.2: Experimental results: The prediction of � Rds(on) variations of device-1
through Deep RACE method.
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Figure 6.3: Experimental results: The prediction of � Rds(on) variations of device-2
through Deep RACE method.

Figure 6.4: Experimental results: The prediction of � Rds(on) variations of device-3
through Deep RACE method.

Figure 6.5: Experimental results: The prediction of � Rds(on) variations of device-4
through Deep RACE method.
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Figure 6.6: Experimental results: The prediction of � Rds(on) variations of device-5
through Deep RACE method.

In the various scenarios of the system training, the trajectory resistance for Dev#5

is predicted based on learning from Dev#1 to Dev#4. Then, recursively we substi-

tute the other devices to predict an unknown transistor resistance variations. We

also veri�ed the system characteristics from achieved the experimental results in two

scenarios as MSE and error distribution in Table 6.2.

Table 6.2: Prediction error for the power MOSFET transistors

Devices #1 #2 #3 #4 #5
log(MSE) -13.61 -13.05 -13.95 -13.36 -12.94

The error distribution for system overall convergence error is de�ned as follows:

Error dist = ( yi � zi (� )) (6.2)

where zi (� ) is the predicted output trajectory from the Deep RACE, andyi is the

actual measurement of the device resistance (� Rds(on) in our model). Fig. 6.7 depicts

that the error distribution caused by Deep RACE method is less than 1% percent

on average. Moreover, we compared our method with two well-known classical ap-

proaches (Kalman Filter, and Particle Filter) for power MOSFETs. Since it is very
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crucial to detect the MOSFET resistance variation� Rds(on) < 0:05
 , we compared

the average of absolute error at the detection point(=� R5%) in these methods by

using (6.3), and the results are summarized in Table 6.3.

Error abs =
j� Rds(on) � � R5%j

� R5%
(6.3)

Figure 6.7: Error distribution : The box plot of errors for �ve power modules.

Table 6.3: The comparison of absolute average error of Deep RACE with the others

Method
Kalman
Filter

[61]

Particle
Filter

[30]

Bayesian
Calibration

[62]
Deep RACE

Average
Absolute Error 17.75% 15.85% 15.00% 11.01%

We extended our exploration to consider the e�ect of power device data aggregation

on prediction accuracy and risk analysis. For each data point, we ran 1000 Monte-

Carlo test, and then the average of the whole sets of the test is picked. The results
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show that by increasing the number of devices, the MSE decreases with an exponential

rate depicted in Fig. 6.8.

Figure 6.8: The egde node diagram : It consists of a� -controller and AI SoC to
generate gate signals and predict the trajectory resistance of power transistor.

6.1.3 Power consumption and processing time analysis

Furthermore, we evaluated the power consumption for the inference part of the

network on an embedded TX2 board. The nVidia Jetson TX2 embedded SoC is

used to evaluate the performance of Deep RACE approach at the edge. Table 6.4

summarizes the speci�cation of embedded SoC.

We set the tensor�ow con�guration to device_count = {`GPU': 0} , where no

computation carried out at the embedded GPU, and in the second approach we

made it ON. For the matrix size of 125 (input sequence + output sequence), it was

observed that the CPU processed 3.2x faster than GPU for one device prediction. This
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Table 6.4: nVidia TX2 embedded module speci�cation

CPU Quad Cortex-A57 @ 2GHz + Dual Denver2 @ 2GHz
GPU 256-core Pascal @ 1300MHz
DDR 8GB LPDDR4 @ 1866MHz

performance degradation is because of data copying between CPU and GPU memory

region � Note the DDR power consumption is higher for̀ GPU': 1 scenario. In the

other word, the amount of data is not enough for GPU to overlap the delay between

data computation and movement. Increasing the number of devices that should be

predicted per each edge node or increasing the prediction window resolution (output

sequence) improves the performance for GPU since it performs more computation

than CPU per each data movement. Table 6.5 summarizes the delay and power

dissipation for two di�erent cases.

Table 6.5: TX2 embedded board power consumption

GPU: OFF GPU: ON
Module CPU DDR CPU+DDR GPU DDR GPU+DDR

Power (W) 1.07 0.80 1.87 0.166 0.90 1.06
Delay (ms) 26 85

Now the work is extended the work to analyze a single unit of GaN power converter

(Fig. 6.9 and Fig. 6.10) with the proposed hybrid condition-based prognostic. The

simulation platform is designed for GaN on Si for ALT analysis based on the rated

power of the semiconductor total loss discussed in Section 3.3. Four simulation results

are provided for the training, and then the machine learning technique is applied. The

results are provided in Fig. 6.11. Using the simulation analysis for the training of the

system, the predicted results showed consistency within the time interval frame.

In summary, a novel framework for reliability assessment of power converters. The

approach can be used for new technologies where limited information on their relia-

bility is available. In this work, the focus was on the monitoring of the on-resistance
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Figure 6.9: Experimental veri�cation : The hardware setup was implemented in-
cluding the high-frequency power converter controller by� -controller, the SoC-TX2
for edge computation. The supervisory control is designed for the safety protection.

Figure 6.10:Experimental veri�cation : Temperature rise control of the converter
through thermal image.

variations over the time as a precursor for failure diagnostics of the synchronous400W

GaN buck converter at100kHz. The failure mechanism of solder fatigue with the

energy-based modeling was discussed using FEA simulations. The RNN method is

applied for data analysis and model calibration. The proposed network model veri�ed

with Si-MOSFET using the simulation analysis and available experimental. The work
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Figure 6.11: Prognostic results : The Rds(on) variations for GaN with Si-substrate
using the FEA simulations, and only one set of data for training.

is also extended our network model to predict the GaN converter trajectory resistance

using the simulation analysis. The more detailed analysis also carried out to observe

the failure mechanism on the GaN power devices as proof of concept shown in Fig.

6.12 and Fig. 6.13.
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Figure 6.12: Experimental results : The solder degradation is observed on the
source of GaN power devices in the defected device of the buck converter.
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Figure 6.13: Experimental results : The solder degradation is not observed on the
source and drain of GaN power devices in the healthy device of the buck converter.


