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ABSTRACT

KAMAL CHANDRA PAUL. Artificial Intelligence-based Arc Fault Detection for AC and
DC Systems. (Under the direction of DR. TIEFU ZHAO)

The prevalence of electrical fires due to arc faults in both AC and DC systems

has necessitated advancements in detection technologies. This dissertation introduces

innovative artificial intelligence (AI)-based methods for efficient arc fault detection,

enhancing both safety and reliability in electrical systems. For AC systems, a convolutional

neural network (CNN)-based arc fault detection algorithm has been proposed, which

has an arc fault detection accuracy of 99.47% with a balanced sampling rate of 10 kHz.

The performance of the proposed algorithm has been verified using the Raspberry Pi 3B

platform.

Although traditional CNN algorithms exhibit high accuracy, they require optimization for

real-time arc fault detection on resource-limited hardware. To address this, a lightweight

CNN architecture combined with a model compression technique using a knowledge

distillation-based teacher-student algorithm has been proposed. This model maintains a

high detection accuracy of 99.31% and achieves a minimal runtime of 0.20 ms per sample

on the Raspberry Pi 3B platform, demonstrating its suitability for commercial embedded

microcontrollers (MCUs) with limited computational capability.

Extending the research to DC systems, a cost-effective, AI-driven Arc Fault Circuit

Interrupter (AFCI) for DC applications has been proposed. Utilizing an STM32 MCU and

a silicon carbide (SiC) MOSFET-based solid-state circuit breaker (SSCB), this system

achieves a detection accuracy of 98.14% with an arc fault interruption time of 19 ms. To

enhance robustness, instead of making decisions on a single cycle of arc, a few consecutive

cycle wait time has been proposed. This research demonstrated an arc fault clearing time

of 95 ms considering 5 cycles of arcs as one arc fault event. This AFCI solution stands out

for its rapid response and high reliability, promising significant improvements in safety for
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DC-powered installations.

Together, these contributions signify a leap forward in the domain of electrical safety,

presenting viable solutions for the timely detection and interruption of arc faults in both

AC and DC systems. The outcomes of this research are expected to influence future

standards and practices in electrical safety management across residential, commercial,

and industrial sectors.
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CHAPTER 1: INTRODUCTION

1.1 Background of Arc Fault

An arc fault is characterized by the luminous discharge of electricity between two

conductors. This arc fault poses signi�cant safety hazards across various electrical systems,

including both alternating current (AC) and direct current (DC) circuits. These faults

are often caused by many factors such as loose cable connections, wire aging, insulation

breakdown due to external intrusion, or physical damage to cables (Fig. 1.1). Arc fault

can happen even at low currents ranging from 3A to 12A. It can elevate the temperatures

beyond 5000oC, [1] and eventually may lead to electrical �re hazards, causing property

damage, injury, or even fatalities. In the United States, arc faults are a leading cause of

residential �re hazards. A survey by Zebra found that 36.3% of �re hazards are attributed

to electrical issues [2], while the Industrial Safety and Hygiene News reports over 30,000

arc �ash incidents annually, leading to signi�cant casualties and hospitalizations. Series

AC arc fault detection is challenging because it inserts series impedance when it occurs

and reduces the load current instead of increasing it. Therefore, traditional overcurrent

protective equipment can not detect arc faults. Rather, an arc fault detection device

(AFDD) or Arc Fault Circuit Interrupter (AFCI) is required to prevent these �re hazards.

However, the nature of the load current, switching noise, and environmental noise cause a

lot of false detection resulting in nuisance tripping of AFDDs or AFCIs. Standards set

by entities like the International Electrotechnical Commission (IEC), National Electrical

Code (NEC), and Underwriters' Laboratories (UL) mandate arc fault detection devices in

household and industrial systems for safety [3�5].

The U.S. solar industry has experienced remarkable growth, with over 140 GW of solar
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Figure 1.1: Causes of arc faults.

capacity installed and an ambition to greatly expand this by 2033 [8� 10] (Fig. 1.4). This

expansion underscores the increasing importance of addressing safety concerns due to series

arc faults inherent in DC systems. Arc fault is stochastic and can happen anywhere in a

system (refer to Fig. 1.5). A few recent incidents of PV arc fault �re hazards are depicted in

Fig. 1.2 and Fig. 1.3. Series arc faults in PV systems are particularly challenging to detect

due to noise interference from various sources such as radio frequency interference, power

electronics noise, and electromagnetic interference (EMI). These conditions exacerbate

the di�culty of discerning arc faults from normal operational signals [1,11]. In response

to these risks, the NEC 2020 sec. 690.11 mandates the use of PV AFCIs for systems

operating at or above 80 V DC. Apart from this, the AFCI standard requires arc faults

must be extinguished before dissipating 750 J of energy or within 2.5 s of arcing, whichever

occurs �rst [4].
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Figure 1.2: Arc fault �re hazard: 1,208kW PV array, Mount Holly, North Carolina, 2011 [6].

Figure 1.3: Arc fault �re hazard: 383 kW PV system, Bakers�eld, CA, 2009 [7].

Arc faults are two types. One is a series arc fault and the other is a parallel arc fault

(see Fig. 1.6). Unlike series arc fault, parallel arc fault heavily increases the line current

and usually easily noticeable by an overcurrent protective device. As the load current

reduces due to a series arc fault, it can not be detected by a regular circuit breaker.
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Figure 1.4: Cumulative U.S. solar installations over the period [8].

Figure 1.5: Power �ow diagram of a photovoltaic system with locations where series and
parallel arc faults can happen
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Figure 1.6: Types of arc faults- (a) series arc fault; (b) parallel arc fault (line-neutral); (c)
parallel arc fault (line-ground).

1.2 Detection of Series Arc Faults

Conventional arc fault detection techniques, including Fast Fourier Transform (FFT),

Wavelet Transform (WT), and Discrete Wavelet Transform (DWT), are employed in both

AC and DC circuits but are limited by the necessity for manual threshold adjustments,

which can lead to false positives under varying load conditions [12� 16]. The challenges

are further compounded by the presence of noise which distorts the frequency spectrum,

a�ecting the accuracy of these methods [17].

Due to their high classi�cation accuracy, arti�cial intelligence (AI) and machine learning

(ML) based algorithms have increasingly become the focus of research in arc fault detection.

Di�erent classi�cation algorithms, including Support Vector Machine (SVM), Particle

Swarm Optimization combined with Self-Organizing Map Neural Network, Recurrent

Neural Network (RNN), and Convolutional Neural Network [18], have been employed

for arc fault classi�cation, often coupled with data preprocessing techniques. These

AI-based methods o�er advantages in automatically generating features without the need

for hand-adjusted thresholds, thereby increasing reliability and reducing the likelihood of

false positives [11,18�33].
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1.3 Key Technology for Arc Fault Protection

In order to prevent arc fault �re hazards and enhance electrical safety and reliability, it

is required to develop an e�cient arc fault detection algorithm having accurate and fast

detection capability. AI-based methods have high arc fault detection capability and they

are �exible, and adaptable compared to traditional signal processing-based algorithms.

Therefore, the development of e�cient, lightweight deep learning (DL) models for arc fault

detection is critical for both AC and DC systems [34� 38]. An e�cient and lightweight

model can reduce the computational complexity and can easily be implemented in a

resource-limited embedded device for real-time operation. Moreover, the platform to run

the algorithm has to be cost-e�ective and a�ordable. After arc fault detection, the faulty

part should be isolated from the healthy part as quickly as possible. A solid-state circuit

breaker (SSCB) can be integrated into the model for quicker interruption of the circuit.

1.4 Overview of Proposed Research

The main goal of my research is to create a highly e�cient arc fault detection algorithm

that is both accurate and low-cost. This algorithm is designed to be easily integrated into

a�ordable microcontrollers for quick fault interruption using a solid-state circuit breaker.

An overview of the proposed works is provided below.

1. Develop an AC arc fault detection algorithm utilizing traditional CNN

methods: This dissertation focuses on developing an AC arc fault detection

algorithm using advanced CNN methods. This algorithm can directly process

raw electrical current data, which simpli�es the process by removing the need for

data preprocessing. Tested on a Raspberry Pi 3B, this approach achieves impressive

accuracy of over 99% and provides quick fault detection within 31 ms.

2. Optimize the AC arc fault detection model for computational e�ciency:

This research aims to make the AC arc fault detection model more computationally
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e�cient. By using a lightweight CNN architecture combined with a teacher student

knowledge distillation (KD) method the model is optimized. The optimized model

achieves an extremely fast runtime of just 0.2 ms on the Raspberry Pi 3B. This

signi�cant improvement ensures the model is well-suited for low-cost microcontrollers

without compromising on performance. It requires only 57.93 KB of �ash and only

13.04 KB of RAM when implemented on STM32 MCU.

3. Design and validate a DC AFCI using a lightweight CNN approach and

SSCB: Finally, the research focuses on designing and validating a DC AFCI that

uses a streamlined CNN algorithm for detecting PV arc faults and an SSCB for

fast interruption. This AI-based AFCI is optimized for real-time use in embedded

hardware and is veri�ed using an STM32 microcontroller. The algorithm is highly

e�cient, requiring only 12.6 KB of RAM and 34 KB of �ash memory, and it achieves

the fastest arc fault clearing time of 19 ms. This design not only ensures rapid fault

clearing but also enhances the overall reliability and robustness of the system.



CHAPTER 2: LITERATURE REVIEW

2.1 Arc Faults in Photovoltaic Systems

In photovoltaic (PV) systems, solar cells are typically interconnected in series and

parallel con�gurations to amplify the voltage and current levels. However, this increase in

interconnected solar panels also leads to more junction points, which raises the likelihood

of loose connections and potential arc faults, posing signi�cant safety risks. An illustration

of a typical PV system setup, depicting the potential locations of PV arc faults, is shown

in Fig. 1.5.

Detecting series arc faults in DC systems presents unique challenges. One signi�cant

issue is that PV systems can continue operating and supplying power even during an arc

fault, which increases the risk of �res and electrical hazards. The challenge is further

compounded by the nature of PV modules, which are current-limited devices. This makes

it di�cult to di�erentiate between normal operations and fault conditions. Additionally,

the presence of numerous conductor joints within the PV system adds complexity to

pinpointing the exact location of a series arc fault.

PV systems can experience two main types of arc faults: series and parallel, with ground

faults being a subset of parallel faults. Parallel arc faults typically result in a surge in

current, making them easier to detect with traditional circuit breakers. In extreme cases,

this surge can be strong enough to melt a fuse. Conversely, series arc faults introduce

additional impedance into the load, thereby reducing the load current and preventing fuse

melting. This reduction in load current also makes series arc faults di�cult to detect with

standard circuit breakers.

While parallel arc faults are relatively straightforward to detect due to the high current
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they generate, detecting series AC arc faults is signi�cantly more challenging. This is

because the impedance created by the fault results in a decrease, rather than an increase,

in current amplitude. Identifying series arc faults is further complicated by certain loads,

such as those with switch-mode power supplies, which can exhibit arc-like current patterns

under normal conditions. This often leads to false alarms and nuisance trips. Recognizing

these challenges, researchers have utilized a variety of methods, both conventional and

based on arti�cial intelligence, to address this complex issue [39].

An arc fault is stochastic by nature and can occur anywhere in the photovoltaic (PV)

system. Terzija et al. [40] and Lu et al. [16] have described the random behavior of an arc

as Gaussian noise:

x(t) =
1

p
2�� 2

� e� t 2

2� 2 (2.1)

where x(t) represents the signal in the time domain. In the frequency domain, it is

expressed as:

X (f ) = F x(t) =
1

p
2�

� � � e� 2� 2 � 2 f 2
(2.2)

with X (f ) representing the signal in the frequency domain.

Johnson et al. [41] also stated that the signal exhibits white noise characteristics, meaning

that it has a constant power spectral density (PSD) and contains all frequencies with equal

intensity:

Spectral densityS(f ) = const: (2.3)

Therefore, the arc can be considered as white Gaussian noise.

Moreover, the output voltage and current signal of the PV system are contaminated with
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various noise components from di�erent sources, including radio frequency interference,

power electronics noise such as inverter switching frequency, electromagnetic interference

(EMI), and noise due to changes in irradiance, temperature, and load conditions. These

noises distort the signals, further complicating the detection of series DC arc faults in

PV systems. The stochastic nature of an arc fault's location and the series impedance

it introduces reduce the signal quality, making the e�ective recognition of the series arc

more challenging. This impacts the reliability of the PV system.

Currently, commercial products for PV arc fault detection (AFD) devices are scarce

and not cost-e�ective. Their accuracy is also signi�cantly a�ected by various noise and

loading conditions [30,42,43].

2.2 Arc Fault Detection Standards

Standardization is key to ensuring the safety and e�ectiveness of arc fault detection

devices (AFDDs) in photovoltaic (PV) systems. It guarantees that these devices work

seamlessly across di�erent PV systems and are compatible with equipment from various

manufacturers. Standardization also ensures transparency and accountability in the

development and deployment of AFDDs, fostering con�dence in their performance and

reliability.

The Underwriters Laboratories (UL) established the UL 1699B standards for AFCIs

or AFDDs [44], pivotal for the safety of PV systems. According to these standards, an

AFCI is required to interrupt an arc fault within 2.5 seconds or before the arc energy

reaches 750 joules, whichever happens �rst. This critical requirement is aimed at providing

prompt intervention to avert potential dangers. A device is deemed non-compliant if it

fails to meet these standards. Additionally, UL 1699B speci�es detailed testing conditions

for AFCIs, including the arcing gap distance, minimum arcing current, and open circuit

voltages, to ensure comprehensive evaluation and consistent reliability.

Furthermore, the National Electrical Code (NEC) mandates that AFDDs must be
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installed in all PV systems operating at voltages above 80 V [5]. The signi�cance of

e�ective arc fault detection in PV systems was recognized with its incorporation into article

690 of UL 1699B in 2011 [41,45,46]. These standards and regulations are instrumental in

ensuring the safe functioning of PV systems and in reducing the risks associated with arc

faults. Compliance with these standards is vital for upholding the safety and reliability of

PV systems.

2.3 Traditional Methods of Arc Fault Detection

A variety of features can be harnessed for the detection of arc faults, ranging from

observable characteristics like arc �ash to the audible sounds produced by arcs. Depending

on the approach, the input for detection can be in the time domain, frequency domain, or

a combination of both. The most commonly utilized input types are:

ˆ Time-domain current and voltage signals (raw values) [47�53]

ˆ Derivatives of current and voltage, such as averages or the di�erence between

maximum and minimum values, median, variance, RMS values etc. [54�56]

ˆ Processed signals derived from current and/or voltage, including:

� Fast Fourier Transform (FFT) [49,57]

� Short Time Fourier Transform (STFT) [32,48,57,58]

� Wavelet Transform (WT) [48,52,56,57,59�61]

� Other signal processing techniques including Empirical Mode Decomposition

(EMD), Variational Mode Decomposition (VMD), Hilbert-Huang transform

(HHT), independent component analysis (ICA), power spectral density (PSD)

analysis, correlation analysis, statistical signal processing, and adaptive �ltering

techniques [40,61�65]

ˆ Additional detection modalities, including:
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� Electromagnetic radiation (EMR) [66]

� Machine vision and image processing [67]

� Infrared imaging

� Power quality analysis

� Temperature, acoustic, and gas measurements

� Optical sensing [68,69]

� Electrical impedance measurements

Among these, current and voltage measurements are the most frequently employed

features. Voltage measurement poses particular challenges, especially when the precise

fault location within the system is unknown [70]. Moreover, to thoroughly monitor a

system, a larger array of voltage sensors is often required compared to current sensors.

As a result, the industry commonly focuses on current measurements for arc fault

detection. Traditional methods extract key features from these measurements, such as

the average value, peak-to-peak value, and standard deviation. In contrast, modern deep

learning techniques use raw data, taking advantage of the powerful feature extraction

capabilities of convolutional neural networks. These methods make arc fault detection

more e�ective by avoiding the challenges of voltage measurement and reducing the need

for an extensive network of voltage sensors.

2.3.1 Time-Domain and Statistics-based Algorithm

The occurrence of an arc fault typically results in an immediate drop in the line

current, which serves as a distinct and measurable characteristic. Time-domain features

and parameters are particularly bene�cial for embedded systems due to their rapid

computability and ease of implementation. Additionally, time-domain analysis can be

conducted with lower sampling frequencies, which signi�cantly cuts down on computational
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time [54]. A few feature extraction methods with mathematical expressions in the time

domain are enlisted in Table 2.1.

Monitoring the current is one of the simplest detection methods. Current signals are

straightforward to measure, rich in distinctive features, and do not require preprocessing.

As a result, several studies [11,18,50,51,67,71,72] have employed raw DC current signals

directly. Others [54, 73] have focused on speci�c features derived from the DC current,

such as analyzing variations in the line current [70,74,75]. However, a notable drawback is

that when calculating statistical metrics like mean, standard deviation, and variance, vital

fault information that may be present in the raw data could potentially be obscured [60].

It is important to recognize that the fault current signal associated with nonlinear loads

is unstable and varies randomly, which can hinder the accurate detection of arc faults

solely based on time-domain characteristics. Chen et al. [49] discussed how the bus current

experiences signi�cant �uctuations following an arc fault. Furthermore, the presence of

electromagnetic interference noise from converters/inverters and the switching of electrical

drives in DC systems adds layers of complexity to arc fault detection, complicating the

identi�cation process.

2.3.2 Fourier Transformation

The Fast Fourier Transformation (FFT) is a widely utilized method for extracting useful

features in DC arc fault detection. Dang et al. [77] have indicated that deep learning

techniques achieve greater success with frequency-domain input. When an arc fault occurs,

there is a noticeable increase in spectral noise across all frequency bands, independent of

switching frequency, current level, or load conditions, which aids in the detection of arc

faults [50,78].

Research from Sandia National Laboratories [41] indicates that while there is minimal

variation in arcing noise content between the low-frequency ranges (1 - 100 Hz) and the

high-frequency ranges (100 kHz to 5 MHz), a clear distinction between arcing noise and
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Table 2.1: Time-domain features

Feature Mathematical De�nition

Raw Values [50,52,54,60,67]X

Average [54,55] 1
N

P N
i =1 x i

Median [54] Middle value in a sorted set

Variance [54,55] 1
N

P N
i =1 (x i � x)2

Standard Deviation [76]
q

1
N

P N
i =1 (x i � x)2

Kurtosis [53]
1
N

P N
i =1

(x i � x)4

( 1
N

P N
i =1

(x i � x)2)
2

RMS [54]
q

1
N

P N
i =1 x2

i

Peak-to-Peak value [54,55] Max - Min

Moving Average [56] 1
W

P t
i = t � W +1 x i

background noise is noticeable within the mid-frequency range of 100 Hz to 100 kHz.

Speci�cally, the spectrum energy in the range of 1-100 kHz undergoes signi�cant changes

during arc faults [57]. This was also proven by Telford et al. [56], who stated a 25 dB

increase in the 10 kHz spectrum during their experiments and in which showed a signi�cant

increase in 30 - 100 kHz, [78] with 5 to 40 kHz, [76] for lower frequencies like 10 kHz

and [79] for 20 kHz to 100 kHz.

Arc faults progress through three distinct phases [50]:

1. In the initial phase, there is a sharp �uctuation in the arc current signal.

2. The second phase shows reduced �uctuations but includes occasional spikes.
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3. In the �nal phase, the arc stabilizes with fewer �uctuations and spikes in the arc

current signal.

For the transient state especially in the frequency band of 10 - 50 kHz the frequency is

increased, so the Wavelet transformation (and the STFT) can be helpful to concentrate

on the right time instead of mixing up the stable and the transient time by observing the

whole time at once for a �xed window [57].

In the frequency domain, noise suppression can be achieved through pre�ltering, a topic

to be further discussed in the next chapter. Owing to switching frequencies, many methods

prioritize dampening lower frequencies, like those around 10 kHz. PWM noise, produced by

power electronic devices, exhibits a predictable pattern. This allows for the di�erentiation

of current signals under varying operational conditions by analyzing the power spectrum, as

shown in studies like [30]. Furthermore, several researchers [16,41,49,80] describe arc faults

as pink noise, also known as 1/f noise or �icker noise. This type of noise signal maintains

equal energy per octave or equal power across frequency intervals. Mathematically, it is

de�ned by its power spectral density (PSD) function, following the formula:

PSD(f ) =
1

f �
(2.4)

This implies that monitoring lower frequencies can be particularly insightful.

In the high-frequency band, the amplitude of the arc current is notably small and can

easily be obscured by other noise signals. Thus, it is advisable to set the upper frequency

limit at 100 kHz [55]. The magnitude of components in the 5 to 40 kHz range tends to

increase after arcing, particularly at higher switching frequencies. Also, lower currents

tend to result in greater frequency increases within this same range post-arcing [78].

In the study "Frequency-Domain Characteristics of Series DC Arcs in Photovoltaic

Systems with Voltage Source Inverters" [78], it was observed that under constant voltage

and gap distance, high-frequency variations diminish at higher load current levels. Similarly,
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higher source voltages tend to stabilize arcs, resulting in fewer variations at these elevated

voltage levels.

To demonstrate the di�erences in frequency spectra between arc and normal conditions

in PV arc faults, FFT spectra of random samples from 3 A, 5 A, and 8 A loads were

analyzed, as illustrated in Figure 2.1. Most samples showed clear di�erences in their

frequency spectra within the 0 to 40 kHz range. However, at the higher frequency end,

some overlap among samples became evident, attributable to various noise conditions

in the system. It's important to recognize that because of these overlapping regions, an

arc sample might closely resemble a normal sample. As depicted in the �gure, a normal

sample from the 5A load largely coincides with an arcing sample from the 8A load. As

a result, solely depending on a manually adjusted FFT spectrum threshold for arc fault

classi�cation could lead to poor accuracy and inadvertent false triggers.

Figure 2.1: FFT spectrum of arc and normal signals at di�erent current levels.

Arcing-induced high-frequency variations tend to increase as source voltage decreases,

load current diminishes, and the gap distance between electrodes widens [30]. This

pattern implies that in low-voltage or low-current systems, the impact of the arc is more

pronounced and potentially more consistent, making detection more straightforward. In
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contrast, high-voltage systems pose greater challenges for arc fault detection due to the

less stable nature of arc e�ects.

Additionally, high-frequency noise similar to that caused by arcing is generated when a

photovoltaic (PV) inverter operates in the Pulse Width Modulation (PWM) state. In such

cases, the amplitude of the frequency spectrum of this noise can match or even exceed

that of the arc signal. This overlap makes it challenging to di�erentiate between normal

operational states and arc faults based solely on amplitude di�erences.

The Fast Fourier Transformation (FFT) is the most widely used method in the frequency

domain for various applications, including PV arc fault detection [20, 24, 81� 86]. FFT

transforms a time-domain signal into its frequency-domain counterpart, facilitating the

identi�cation of frequency components that may be obscured in the time-domain. The FFT

of a discrete sequence ofN complex numbersx[n] (for n = 0; 1; : : : ; N � 1) is computed

using the equation:

X [k] =
N � 1X

n=0

x[n] � e� j 2�kn=N (2.5)

This e�cient computation, with a complexity of O(N logN ), makes FFT a valuable

tool. However, FFT does have limitations, particularly in capturing transient signals and

in frequency resolution which can be a�ected by the sampling rate. Manual threshold

adjustments in FFT-based methods can also be less e�ective due to noise or changes in

the system. Despite these limitations, FFT remains bene�cial for PV arc fault detection,

especially when combined with other signal processing techniques. A notable drawback

of FFT is its inability to convey time information, which is essential in some diagnostic

contexts.
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2.3.3 Short-Time Fourier Transform

Series arc faults (SAFs) in PV systems exhibit distinctive characteristics in both the

time and frequency domains. The Short-Time Fourier Transform (STFT) is an e�ective

tool for analyzing these characteristics, as it provides a time-frequency representation of a

continuous-time signalx(t). STFT works by dividing the signal into overlapping frames

and then applying the Discrete Fourier Transform (DFT) to each frame. The STFT of

x(t) is mathematically de�ned as:

X (t; f ) =
Z 1

�1
x(� ) � w(t � � ) � e� j 2�f � ; d� (2.6)

In this equation, w(t) is a window function, t denotes time,f denotes frequency, and

X (t; f ) represents the complex magnitude or phase at timet and frequencyf . This

combination of time and frequency information distinctly highlights the characteristics

of an arc, notably the increase in power across all frequencies during an arc event.

Research has shown that a 2D CNN e�ectively isolates inverter switching noise in the

high-frequency domain, primarily utilizing frequency information below 20 kHz [59].

Additionally, repeating time dependencies have been observed in power spectra, potentially

in�uenced by experimental setups [87].

However, utilizing time information in STFT comes at the cost of reduced frequency

information, and vice versa, due to the uncertainty principle. This principle is expressed

as:

� x � � p �
1

4�
(2.7)

Here, � x represents the uncertainty in position, and� p represents the uncertainty in
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momentum. This trade-o� means that arbitrarily high accuracy cannot be simultaneously

achieved in both time and frequency representations of a signal.

Another consideration is the window size in STFT, which must be carefully chosen to

balance time resolution and frequency resolution. While the signal within the window

is assumed to be time-stationary, arc signals are typically nonstationary. Therefore, a

smaller observation window is preferable to maintain the assumption of a stationary signal,

though this can lead to poor spectral resolution in STFT. Consequently, the selection of

the window size is another crucial parameter in STFT.

Studies have demonstrated that using a Hamming window in STFT provides a clearer

distinction between normal conditions and fault detection compared to real-time Fast

Fourier Transform (FFT) methods [59].

2.3.4 Wavelet Transformation

The Wavelet Transform is an e�ective mathematical tool for decomposing a signal into

a series of basis functions, known as wavelets. This transformation is particularly useful

for its computational e�ciency and simplicity, making it well-suited for analyzing large

data sets. In the realm of signal processing, two primary variations are employed: the

Continuous Wavelet Transform (CWT) and the Discrete Wavelet Transform (DWT).

The formula for the Wavelet Transform of a signalx(t) is de�ned as follows:

W(a; b) =
Z 1

�1
x(t) �  �

 
t � b

a

!

; dt (2.8)

In this equation, a and b represent the scaling and translation parameters, respectively,

while  (t) is the chosen wavelet function. Notably, wavelets provide improved temporal

resolution for higher frequency analysis, which is particularly advantageous for signals

with irregular changes, such as non-stationary arc fault signals [88].

Wavelet Transformation is thus particularly apt for handling non-stationary signals.
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Researchers like Lu et al. [57] have emphasized the sensitivity of wavelet functions to

irregular signals and the concentration of energy in signal compression and reconstruction

as reasons for choosing speci�c wavelets, such as the Daubechies series with variable branch

length. However, it's important to note that when applied to inverter-based signals, certain

detection limitations exist [89].

In the �eld of signal energy computation, the wavelet transformation is frequently

utilized, relying primarily on two parameters: the choice of the mother wavelet and the

scale parameter, which dictates the frequency range of focus in the signal. Selection of the

mother wavelet is often driven by the need to detect speci�c types of discontinuities. For

arcing faults detection, many researchers prefer the Daubechies family of wavelets due to

their bene�cial properties [14].

For instance, a real-time arc fault detection method in PV systems employing 1-level

DWT has been proposed, using the ratio of the average power of the �rst level DWT

coe�cients (50-100 kHz) to the reference average power [90]. Furthermore, a 4-level DWT

is utilized to extract energy information and the modulus maximum of the 126-250 kHz

frequency band for detecting parallel arc faults in PV systems [91].

Wang et al. [92] analyzed the spectrum of DC series arc current using DWT and FFT.

Their �ndings indicated that DWT could e�ectively capture the spectrum's temporal

changes, a task at which FFT fails, especially when arc durations are signi�cantly short

compared to the sampling window. Moreover, Sung et al. [32] pointed out the limitations

of FFT and used STFT data for training their network, allowing for the retention of

temporal information. Their methodology involved analyzing the data via STFT and

implementing a 1D CNN module with dropout on the raw current data.

It has been stated that Wavelet Transformation generally yields higher accuracy

compared to STFT, while also being more computationally e�cient [59]. However, it can

su�er from issues like oversampling and redundancy, leading to increased memory usage

and processing time. Sung et al. [32] addressed this by employing the Mallat algorithm [93],
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which aims to reduce computational complexity.

The Mallat algorithm's core principle is to separate the input data into low-frequency

and high-frequency components, each representing di�erent levels of detail or resolution.

Traditional wavelet transform methods calculate all wavelet coe�cients at every

decomposition level, resulting in O(N) complexity for a 1D signal of length N. Conversely,

the Mallat algorithm's �ltering and downsampling steps in each iteration reduce the data

size, leading to a complexity of O(N log N). However, this downsampling process can cause

information loss and frequency aliasing between components [60]. The computational

complexities of di�erent algorithms are provided in Table 2.2.

In the context of PV arc fault detection, researchers have explored both DWT and

Wavelet Packet Transform (WPT) to extract relevant features from arc fault signals

[90,90,94� 96]. DWT is preferred for its computational e�ciency, while WPT is chosen for

its higher frequency resolution. Each approach, however, has its own set of advantages

and limitations.

Table 2.2: Computational Complexities for 1D Signal with length N and a window length
of size M (if used) of the di�erent transformations and algorithms

Transform/Algorithm Complexity

Fourier Transform (FT) O(N 2)

Fast Fourier Transform (FFT) O(N logN )

Short-Time Fourier Transform (STFT) O(NM logM )

Wavelet Transform (WT) O(N )

Mallat Algorithm (DWT) O(N logN )

2.3.5 Other Methods

The wavelet packet transformation extends the capabilities of the wavelet transform,

providing a more intricate analysis of a signal's frequency content. It decomposes both the

detailed coe�cients (from high-pass �lters) and approximation coe�cients (from low-pass

�lters), yielding a comprehensive set of new coe�cients.
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Mathematically, the wavelet packet transformation for a discrete-time signalx(n) involves

recursively applying wavelet decomposition to both detailed and approximation coe�cients

at each decomposition level. Initially, at levelj = 0, the approximation coe�cients A0

represent the original signalx(n). At the next level, j = 1, wavelet decomposition is applied

to D0 and A0, resulting in new detailed coe�cients D1 and approximation coe�cients A1.

This recursive process creates a tree-like structure of coe�cients, o�ering both low and

high-frequency insights. However, to ensure e�ective analysis, it is crucial to maintain

maximum �at pass-band characteristics and good frequency separation. Wavelet functions

with more coe�cients tend to exhibit less distortion than those with fewer coe�cients.

The wavelet packet transformation can be represented by the following equations: At

each levelj , the wavelet decomposition is given by:

D j = Wj � D j � 1; (2.9)

A j = Vj � D j � 1; (2.10)

whereD j represents the detailed coe�cients at levelj , and D j � 1 represents the detailed

or approximation coe�cients at level j � 1. Similarly, A j represents the approximation

coe�cients at level j , and D j � 1 represents the detailed or approximation coe�cients at

level j � 1.

This transformation enables a more detailed frequency analysis, allowing access to a

broader range of coe�cients representing various frequency bands. It's especially bene�cial

in applications requiring an in-depth understanding of a signal's frequency content.

The STFT and wavelet transform, employed for analyzing non-stationary signals, operate

under the assumption that the frequency content of a signal changes minimally within

a short time interval. The window width in STFT, determined by the signal's temporal

variability, in�uences the frequency resolution.

The Wigner-Ville distribution o�ers a joint time-frequency analysis of a signal,
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providing a two-dimensional representation of the signal's energy distribution across

both domains. Mathematically, it's de�ned as the time-frequency representation of the

signal's autocorrelation function, computed by Fourier transforming the time-varying

autocorrelation function:

The Wigner-Ville distribution can be expressed as follows:

W(t; ! ) =
Z 1

�1
x(t + �=2)x � (t � �=2)e� j!� d� (2.11)

whereW(t; ! ) represents the Wigner-Ville distribution of the signalx(t) at time t and

frequency! , x � (t) denotes the complex conjugate ofx(t), and the integration is performed

over all time delays� .

The resulting Wigner-Ville distribution W(t; ! ) provides information about the

time-varying frequency content of the signal. The magnitude ofW(t; ! ) represents the

energy or power of the signal at a speci�c timet and frequency! . The phase ofW(t; ! )

provides information about the phase relationship between di�erent frequency components

of the signal at a particular time. It is important to note that the Wigner-Ville distribution

has some limitations. One of the main issues is that it can exhibit interference patterns

known as cross-terms, which can make the interpretation of the distribution challenging.

These cross-terms arise due to the quadratic nature of the distribution and can introduce

spurious components in the time-frequency representation. Additionally, it has a higher

computational cost than all other methods

Empirical Mode Decomposition (EMD) is a signal processing technique that decomposes

a given signal into a set of intrinsic mode functions (IMFs). It was proposed by Norden E.

Huang and his colleagues in the 1990s as a method to adaptively analyze non-stationary

and nonlinear signals. EMD is a data-driven decomposition technique that does not

rely on prede�ned basis functions or assumptions about the signal's characteristics. It

aims to decompose the signal into oscillatory components with well-de�ned instantaneous
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frequencies. Each IMF represents a narrowband component with a well-behaved oscillatory

behavior.

Mathematically, the EMD process can be expressed as follows:

x(t) =
NX

k=1

ck(t) + r (t)

wherex(t) represents the original signal,ck(t) denotes the k-th intrinsic mode function

(IMF), r (t) is the residue signal, andN represents the total number of IMFs obtained.

Each IMF ck(t) satis�es the IMF criterion and captures a speci�c oscillatory component

in the signal. These IMFs are sorted in descending order of their instantaneous frequencies,

with the �rst IMF representing the component with the highest frequency. Empirical

Mode Decomposition (EMD) is renowned for its versatility and has been widely applied

in various �elds, such as biomedical signal analysis, environmental signal processing,

and �nancial time series analysis. EMD's data-adaptive nature enables it to extract

meaningful components from complex, non-stationary signals, enhancing both the analysis

and interpretation of these signals.

However, it's important to recognize that EMD has certain limitations, including mode

mixing and endpoint e�ects, which can impact the accuracy of the decomposition. To

address these issues, various modi�cations and extensions have been developed, such

as Ensemble EMD (EEMD) and Complete EEMD (CEEMD), which aim to improve

the e�cacy of EMD-based signal analysis. Overall, Empirical Mode Decomposition is a

powerful analytical tool for dissecting non-stationary signals into their intrinsic components,

o�ering valuable insights into their underlying oscillatory behavior.

The voltage or current information alone can be e�ectively utilized to detect arc faults.

Speci�cally, a variation in the voltage of the DC optimizer can serve as an indicator of a

PV arc fault [97]. Typically, the presence of a series arc fault, which involves the insertion

of a series impedance, results in a decrease in the terminal voltage. However, it's important
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to note that relying solely on voltage measurements for fault detection can sometimes lead

to false positives. This is because the output voltage of PV panels can �uctuate due to

a variety of factors, including high temperatures, accumulation of dust and dirt, partial

shading, issues with the inverter, or failures in other components.

Figure 2.2: Generic AI-based method for arc fault detection [16].

2.4 Arti�cial Intelligence and Machine Learning-based Methods

In general AI-based methods acquire some data, extracts features from the input data

and process using AI algorithm and �nally gives a decision. A generic AI-based arc fault

detection algorithm is provided in Fig. 2.2.

2.4.1 Fuzzy Logic

Fuzzy Logic (FL) is an AI-based method for PV arc fault detection algorithm [76,98].

The FL-based method uses linguistic variables to describe the system status, and these

variables are then mapped onto fuzzy sets. The fuzzy sets are then processed using fuzzy

rules to classify the system state as either normal or faulty. These methods have high

accuracy and does not require a large amount of training data. The response time is

slower than the ANN-based method. Also, the hand adjusted threshold makes it di�cult

to adjust to di�erent scenario and resulting in false tripping. A cascaded Fuzzy logic based
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algorithm is presented in [76] where the inputs are frequency analysis, peak detection and

operating point. The detection logic is split into 4 sub-detectors (peak evaluator, window

near, window wide and power analyzer) followed by a Master Fuzzy Arc Fault Detector

(MFAFD). The sub-detectors analyze peaks, signal energy change, and power change, and

their outputs are fed to the MFAFD. The MFAFD output delivers a number between 0

and 1 and is a mass for the arc fault probability. A threshold has to be de�ned to detect

an arc fault. Similarly, [52] used di�erent WT features, CT and Voltage features to fuzzy

it into a single scalar classi�ed by a rule based engine. [53]. Wang et al. [53] used for this

classi�cation task a support vector machine. This algorithm is cost-e�ective and can be

implemented directly in the inverter's controller. It is more complex to implement as the

rules of di�erent sub-detectors and input variables have to be de�ned. Another major

drawback is that FL method is based on hand adjusted threshold, which may need to be

adjusted based on the speci�c application and operating conditions. The algorithm is very

sensitive and needs clear value to do a precise description. [52] stated, that as increasing

fault impedance increases, the fault detection becomes more challenging since the impact

of shorted panels on the whole system is minimal.

2.4.2 Support Vector Machine

Support vector machine (SVM) is a popular AI-based method for classi�cation tasks,

including PV AFD [62, 99� 102]. The SVM-based method uses a decision boundary

to separate the normal and faulty states. The SVM optimization problem for binary

classi�cation can be formulated as follows:

min
w ;b

1
2

kwk2 + C
nX

i =1

max(0; 1 � yi (w � x i � b)) (2.12)

subject to the constraint: yi (w � x i � b) � 1; 8i = 1; : : : ; n. The objective is to �nd
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the optimal hyperplane represented byw � x � b = 0 that separates the two classes

with the maximum margin, wherew is the weight vector andb is the bias term. Here,

C is a hyperparameter that controls the trade-o� between maximizing the margin and

minimizing the classi�cation error. The �rst term in the objective function represents

the margin maximization, and the second term is the hinge loss function that penalizes

misclassi�cations. The solution to this problem can be computed using Lagrange multipliers

[103]. By selecting an appropriate kernel, the power of SVMs can be leveraged to �nd

non-linear decision boundaries and handle complex patterns in the data. The SVM-based

method has high accuracy and can handle nonlinear relationships in the data. It requires

a large amount of training data to develop a reliable model. In combination with particle

swarm optimization algorithm, SVM model is used in [64] for DC arc fault detection.

2.4.3 K-Nearest Neighbors

K-Nearest Neighbors (KNN) is a simple, yet e�ective, machine learning algorithm used

for classi�cation and regression tasks. KNN operates on the principle of similarity, where

the class or value of a data point is determined by the classes or values of its nearest

neighbors in the feature space. In classi�cation, a data point is assigned to the class

most common among itsk nearest neighbors, wherek is a user-de�ned constant. For

regression, the output is the average of the values of itsk nearest neighbors. KNN is a

non-parametric, instance-based learning algorithm, meaning it makes predictions based on

the memorized training data without assuming an underlying distribution. Despite its

simplicity, KNN can achieve competitive performance in various applications, provided

that the data is properly normalized and the choice ofk is appropriate. Given a training

dataset D = (x1; y1); (x2; y2); :::; (xn ; yn ), where x i are feature vectors andyi are class

labels the k-nearest neighbors algorithm assigns a class label or predicts a target value for

an unlabeled data pointx0 as follows:

1. Find the k training examples in D that are closest tox0 based on a distance metric.



28

2. 2. If k = 1, assign the class label or target value of the closest neighbor tox0.

3. 3. If k � 1, assign the class label or predict the target value ofx0

based on a majority vote or average of the k nearest neighbors' labels or values.

Reference [99] used 250 kHz sampling rate and 2 ms sample length of the input current to

analyze and test the DC arc fault using several machines learning based methods including

LSTM, DNN, SVM, DT, KNN, gated recurrent unit (GRU) as an RNN method, RF,

Naive Bayes (NB). The models are tested at di�erent switching frequencies and current

levels of the loads. It is found that di�erent models works better for di�erent combination

of switching frequency and current levels. Reference [104] demonstrates the integration

of load classi�cation with the KNN algorithm, complemented by the use of event-based

methodologies and sequential forward �oating selection techniques.

2.4.4 Arti�cial Neural Network

A fully connected network, also known as a dense network or a multi-layer perceptron,

is a type of arti�cial neural network (ANN) in which each neuron is connected to every

neuron in the adjacent layers and is responsible for transforming the high-level features

into the �nal output. Let X be the input vector to the fully connected network, and letW

represent the weight matrix connecting the input to the �rst hidden layer. Each neuron in

the hidden layer receives the weighted sum of the inputs and applies an activation function

f to produce the output. The output of the �rst hidden layer can be computed as follows:

H1 = f (X � W + b) (2.13)

whereH1 is the output of the �rst hidden layer, b denotes the bias vector, andf is the

activation function.

One of the early attempts to utilize neural networks for arc fault detection was conducted

by Momoh et al. in 2003 [86]. In this study, the authors computed spectral energies and
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used them to train a neural network for fault identi�cation. The anti-aliased digital voltage

signal, with a �xed window length of 10ms, was passed into a DSP module to calculate the

Fast Fourier Transform (FFT). Subsequently, ten components of the spectral energy were

fed into a fully-connected neural network to estimate the fault probability. By employing

pre�ltering, power spectrum analysis, and applying an ANN to the output, Momoh et

al. took the �rst steps towards a high error-aware detection. No speci�c accuracy was

determined in the study. Ma et al. [105] developed a comparable network based on wavelet

decomposition at level 4. Their network architecture consisted of a 5-6-6-1 fully connected

network with two hidden layers, where the numbers denote the respective number of

neurons in each layer. Their research demonstrated that even with just �ve input neurons,

the network achieved an accuracy of over 95%, surpassing traditional approaches. However,

the examined cases were closely clustered. To overcome this,

J. Siegel et. al [24] used a 3-16-32-16-1 fully connected network with 4 di�erent loads by

using the Discrete Fourier Transform, the spectral signature of the current (Mel Frequency

Cepstral Coe�cients MFCC) and the Discrete Wavelet Transform as input and �ve types

of load as data. The model failed to detect unseen device con�gurations by testing

the previously trained model on loads in parallel. Han et al. [25] conducted three 2-5-1

three-layer arti�cial neural network with prejudging the categories on the waveform based

on the wavelet transformation. The loads were divided into resistive, resistive-inductive,

capacitive category. Wang et al. [20] used a similar way with prejudging before applying a

speci�c BP network with resistive category, capacitive-inductive category, and switching

category, but in di�erence with prejudging based on the FFT. Although both papers

achieved a 100 % accuracy in categorizing the faults, it is important to note that training

three networks and the associated processing costs of pretraining and a fully connected

network are quite high. The major drawback lies in the fact that the features used in

the network are handcrafted, and the overall quality of the network heavily relies on the

speci�c choices made during feature selection. To overcome this, a convolution neuronal
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network can be used to extract certain features.

2.4.5 Hidden Markov Model

Hidden Markov Model (HMM) is a statistical model widely used for modeling sequential

data, where the underlying system is assumed to be a Markov process with hidden states

original designed for speech models.

They consist of a set of hidden states:S = S1; S2; : : : ; SN and a set of observed emissions:

O = O1; O2; : : : ; OT . The probabilities are de�ned as:

Transition probabilities: A = [ aij ]; 1 � i; j � N

Emission probabilities: B = [ bik ]; 1 � i � N; 1 � k � M

Initial state probabilities: � = [ � i ]; 1 � i � N

The classi�cation can be done by the viterbi algorithm by backtracking. The computational

complexity of the Viterbi algorithm is O(N � K ) for N states and a sequence of length K.

HMMs can be used in classi�cation problems associated with noisy time-series data even

though they do not have exact domain knowledge of the problem. HMMs assume that the

system modeled is a Markov process with unobserved (hidden) states and that system

data is a noisy observation of this process [56]. HMM are well-designed for time series. It

shows good accuracy of 98.3% in [56]. However, only limited data is available (60 Tests in

1 study) and its training is based on Maximum a posteriori estimation [106].

2.4.6 Convolution Neural Network

Convolutional neural network (CNN) is an AI-based method that has been widely used

in image classi�cation tasks. A convolutional layer applies a set of �lters, denoted byW ,

to the input X using the convolution operation denoted by (� ) [107]. Each �lter is a set of

learnable parameters that are optimized during the training process. The output feature

maps, denoted asY , are computed as follows:

Y i;j;k =
X

m;n;l

X i + m;j + n;l � W m;n;l;k (2.14)
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whereY i;j;k is the value of the feature map at position(i; j ) and channelk, X i + m;j + n;l

represents the input value at position(i + m; j + n) and channell , and W m;n;l;k denotes

the weight of the �lter at position (m; n) and channell for the output channel k.

The pooling layers reduce the dimensionality of the feature maps by downsampling the

data. Common pooling operations include max pooling or average pooling. LetP denote

the pooling operation, andZ be the output of the pooling layer. The pooling operation

can be de�ned as:

Z i;j;k = P(Y i;j;k ) (2.15)

Finally, the fully connected layers consolidate the high-level features extracted by the

convolutional and pooling layers to generate the �nal predictions.

Schweitzer et al. [48] and Zhang et al. [108] utilized a 2D CNN architecture based on

the LeNet5 model, employing frequency analysis to convert the data into 2D images in

the frequency domain. Schweitzer et al. employed the Short-Time Fourier Transform

(STFT) to calculate the DC spectrogram, which was then fed into the network. Their

network consisted of an average pooling layer as the �rst layer, followed by 2 convolutional

layers and 2 fully connected layers. Zhang et al. mapped the wavelet coe�cients to a 2D

matrix and interpreted it as HSV color index. To make the network more stable, he used

image occlusion to make a new dataset. Omran et al. [33] and Wang et al. [71] adopted a

similar approach by mapping the raw data to a 2D matrix, treating it as an image. The

convolutional network was responsible for automatically extracting relevant features from

the data, followed by a fully connected network for classi�cation. S. Lu [89] adapted a

2D feature map based on the normalized wavelet packet entropy with overlapping signal

windows. Compared di�erent settings and suggested a 3 Max Poling layer with ReLU

activation function followed by 8-5-1 Fully connection. Thus, the optimal �lter size for DC
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arc fault detection is proposed as 5x5. [33] showed that this approach has a high accuracy

(98% in the simulation). He used 3 convolution layers, the �rst and the last one with a 5x5

�lter, each followed by a 2x2 pooling layer to extract the features, followed by a 4 fully

connected layer. The main drawback is that the network was only tested on simulated

DC data. Qi et al. [109] achieved high accuracy in their research, as reported in their

paper. They used a stacked CNN-layer network with a fully connected implementation

and demonstrated that a three CNN-layer network followed by a fully connected network

is enough to achieve a 99.908 % accuracy, but when the data is clean and provided by a

simulator. Li et al. [59] showed that instead of using short time Fourier transform (STFT),

the use of DWT as the input to the CNN model works better for arc fault detection.

There are certain drawbacks to consider. The 2D CNN architecture tends to have a

high number of parameters, leading to increased computational complexity. Moreover,

the e�ectiveness of the approach heavily depends on the method used to transform the

data into a 2D image, introducing additional preprocessing steps and computational costs.

Additionally, it is important to note that the data being processed is not an actual image

but rather a representation of the input data in a 2D format. Mapping the raw data to

a 2D matrix requires preprocessing steps, which can introduce additional computational

cost. The process of converting the data to an image format may result in a loss of

information or a change in the data representation. If deep CNN is used, it is easy to fall

into over�tting, resulting in poor e�ect. On the contrary, if only shallow CNN is used, it

cannot obtain good results due to insu�cient fault feature extraction [55]. Even there is a

lacked of evaluation for DC systems, 1D CNNS shows an excellent feature extraction and

classi�cation ability tested on AC data even with only a few layers. Wang et al. proposed

a novel CNN-based algorithm called ArcNet [11], which directly applies a 1D- CNN to

the raw current data. By adapting the AlexNet network, ArcNet is able to categorize

normal and abnormal load conditions using eight di�erent types of generalized loads, with

31 ms of examination time per test sample at a 10 kHz sampling rate, making it feasible
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for real-time arc fault detection applications. four convolution layers each followed by

a MaxPooling layers and three FC layers were used. Moreover, the design was re�ned

to create E�cient-ArcNet [18], which utilizes E�Net building blocks to achieve an arc

fault detection accuracy of 99.36 % and reduces the runtime to 1.17 ms. Each block in

E�cient-ArcNet includes a 1D pointwise convolution using Ch/2 �lters, followed by a 1D

depthwise convolution with a �lter size of 5x1 and Ch/2 �lters. Finally, a Max Pooling

layer of size 2x1 is applied. After the third block, the data is �attened and three fully

connected layers with 64, 32, and 8 neurons are added. The last layer serves as the output

layer, with 8 possible outcomes. This re�nement makes it possible to run the algorithm

in real-time on a Raspberry Pi 4B. Shan et al. [63] composed the signal into eigenmode

function signals and calculated the Spearman correlation coe�cient . A study [110] shows

that this approach fails when it comes to unknown combination of known single loads.

2.4.7 Attention Algorithm

The attention [111] method is a mechanism used in deep learning models to focus on

speci�c parts or features of the input data. It assigns di�erent weights or importance values

to di�erent elements of the input, allowing the model to selectively attend to relevant

information.

The attention mechanism can be de�ned mathematically as follows: Given an input

sequenceX = ( x1; x2; : : : ; xn) and a target elementY = ( y1; y2; : : : ; ym ), the attention

mechanism computes the attention weightsA = ( a1; a2; : : : ; an), whereai represents the

weight assigned to thei -th element ofX .

The attention weights are typically calculated using a scoring function, which measures

the similarity or compatibility between the target element and each element in the input

sequence. One common scoring function is the dot product:

score(x i ; yj ) = W a � (x i � yj ) (2.16)
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where� denotes element-wise multiplication andW a is a learnable weight matrix. The

attention weights are obtained by applying the softmax function to the scores:

ai =
exp(score(x i ; yj ))

P n
i =1 exp(score(x i ; yj ))

(2.17)

Finally, the context vector C is computed as the weighted sum of the input elements:

C =
nX

i =1

ai � x i (2.18)

Although Chabert et al. [112] utilize the raw current data, Wang et al. focus on the power

spectrum for arc fault detection. It is worth noting that in the case of power spectrum

analysis, selecting the appropriate frequencies can be advantageous without the need for

extensive preprocessing. When employing an attention mechanism, there is a trade-o�

between losing a priori knowledge of the frequency band with the most signi�cant changes

and increasing computational e�ort. An important aspect to highlight is that Wang et

al. estimated the power spectrum through the utilization of an autoregressive model,

leading to a decrease in computational e�ort. It is crucial to emphasize that the selection

of optimal parameters for the model is of utmost importance and must be approached

with careful consideration.

2.4.8 Other CNN Techniques

One of the newer publications, Yan et al. [51] from 2023, proposed a method with an

high accuracy of 99.88 %, called ArcNN. The network is applied to the raw current data

and is based on dilated convolution, which avoids the Max pooling Layer and allows every

neuron to have a higher receptive �eld. For an input time series sequenceX = x0; x1; :::; xt
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and a �lter f () , the dilated convolution is de�ned as:

F (t) = ( X � f )( t) =
k� 1X

n=0

f (i ) � X t � d�i (2.19)

whered is the dilation factor, k represents the �lter size.

This allows neurons to have a wider spread of historical data and eliminates the need

for pooling layers. To avoid neural network degradation, residual blocks were added The

residual block can be de�ned as follows:

y = F (x; W ) + x; (2.20)

wherex is the input to the block, F is a function that transforms the input, W are the

learnable parameters of the function, andy is the output of the block. The addition of

x to the output of F (x; W ) creates a residual connection that allows gradients to �ow

through the network more easily.

Principal component analysis (PCA) was applied to reduce the input dimensionality.

The resulting data was then fed to a single hidden layer network for classi�cation. To

optimize the network, multiple layers were fused and quantized to 8-bit integers, resulting

in an overall size of 127 kb and a total of 15875 parameters.

The system's major drawback is the expensive Jetson Nano board, which is not applicable

in industry, and the long communication latency. Therefore, the authors recommend

implementing the system using an FPGA. Also, shallow CNN networks showing good

results and don't have the need of residual blocks which cost more computational e�ort.

2.4.9 Ensemble Machine Learning

Ensemble machine learning (EML) is a method that combines multiple machine learning

models (di�erent features or di�erent methods) to improve the accuracy and reliability

of predictions [101]. In the context of PV arc fault detection, ensemble methods can be
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used to combine the predictions of multiple individual machine learning models, such

as decision trees or support vector machines, to generate a �nal prediction that is more

accurate than any individual model.

The random forest method is a popular supervised machine learning algorithm used for

both classi�cation and regression. Ensemble learning combines multiple individual models

to make predictions. The main idea behind random forests is to create an ensemble of

decision trees [113], where each tree is built using a di�erent subset of the training data

and a random subset of features. This randomness helps to reduce over�tting and increase

the model's robustness.

The reference in [54] used ensemble machine learning based algorithm for series DC

arc fault detection. The method is validated using experimental data from buck and

boost converter constant power loads (CPLs), and a set of time domain features (average,

median, variance, RMS, and di�erence between maximum & minimum value) are extracted

from the data to train the machine learning algorithms. The data sampling rate is 80

kS/s and window size is 2 ms long. A two-step algorithm is proposed to recognize the

arc fault in di�erent load types. The stacking ensemble algorithm is found to maintain

superior performance compared to other EML algorithms. The prototype arc fault detector

is realized using low-cost hardware and has achieved remarkable versatility, reliability,

and low detection latency time. One of the main limitations of the paper is that the

experiments were conducted only on two speci�c types of constant power loads, and it

is unclear how well the proposed method would perform with other types of loads. The

detection latency time is also relatively long, ranging from 37 to 69 ms, and this may not

be su�cient for certain applications.

Another ensemble method that has been used for PV arc fault detection is the AdaBoost

algorithm, which combines multiple weaker classi�ers into a stronger classi�er. The basic

idea behind ensemble methods is that by combining the predictions of multiple models,

the limitations of any individual model can be overcome, thereby improving the overall
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accuracy and robustness of the predictions.

Decision Tree (DT) is an AI-based method that uses a tree-like model of decisions and

their possible consequences. The DT-based method uses a set of rules to classify the

system state as either normal or faulty. The DT-based method has a fast response time

and can handle large datasets. However, it requires a large amount of training data to

develop a reliable model [99,114].

Instead of relying on manually set decision methods, another approach is to process

di�erent features individually and then combine their outputs. Liu et al. [70] utilized

features from the time domain, frequency domain, and energy entropy domain, each

processed by its own network. Remarkably, these networks shared the same structure as

the other networks. Chen et al. [49] employed DC Current and FFT decomposition with

CNN models and an attention algorithm. In order to capture both local and global features

simultaneously, each network utilized an Inception layer. The Inception architecture is

designed to e�ectively capture information at multiple spatial scales by incorporating

�lters of di�erent sizes within the same layer. It comprises parallel branches with varying

�lter sizes, allowing for the capture of information at di�erent levels of detail. Similarly,

Yu et al. [72] utilized two adapted AlexNets trained in parallel and applied them to the

same features. The overall accuracy of the Network was only 92%.

In contrast to this, the ensemble method employed di�erent methods while utilizing the

same features. Rather than solely relying on CNNs, a variety of methods were employed.

V. Le employed in his papers [47] [54] [73] ensemble machine learning techniques. The

same feature was applied to di�erent models such as SVM, KNN, RF, and ET, and their

outputs were fused for the �nal prediction. This approach achieved a high accuracy of up

to 99.9%.

Combining di�erent features and methods can yield bene�ts due to the high variation

in the signal. It is crucial to carefully select features that provide high accuracy and o�er

orthogonal information. Nevertheless, utilizing multiple features and methods signi�cantly
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increases computational e�orts. Additionally, employing too many features may lead to

over�tting and a reduction in accuracy.

One disadvantages of the CNN networks is that are not constructed for time data,

only using context of the neighboring data. They are not involving the ordered time

information. In contrast, recurrent neuronal networks like LSTM are constructed for time

series. By compression past input data and using it for the new processing cycle, it can

use information of the past for the actual output.

2.4.10 Recurrent Neural Network

LSTM (Long Short-Term Memory) is a type of recurrent neural network (RNN)

architecture that is designed to address the challenges of capturing and retaining long-term

dependencies in sequential data [107]. The key idea behind LSTM is the introduction of

memory cells and gating mechanisms. These mechanisms allow the LSTM to selectively

remember or forget information, which helps in preserving relevant information over long

sequences. The LSTM module consists of several components: the input gate, the forget

gate, the candidate value, the cell state, and the output gate.

f t = � (Wf � [ht � 1; xt ] + bf ) (2.21)

i t = � (Wi � [ht � 1; xt ] + bi ) (2.22)

~ct = tanh( Wc � [ht � 1; xt ] + bc) (2.23)

ot = � (Wo � [ht � 1; xt ] + bo) (2.24)

ct = f t � ct � 1 + i t � ~ct (2.25)

ht = ot � tanh(ct ) (2.26)

In these equations,x t represents the input at time stept, ht � 1 represents the previous

hidden state, f t , i t , ~ct , and ot represent the gates.ct � 1 represents the previous cell state,
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and ct and ht represent the updated cell state and output at time stept respectively. The

� symbol represents the sigmoid activation function, which squashes the values between 0

and 1. The � symbol denotes element-wise multiplication. The LSTM-based method has

high accuracy and can handle time-varying data [99]. It requires a large amount of training

data to develop a reliable model. X. Liu [87] used in the previous mentioned paper a LSTM

layer to proceed the features extracted from the convolutional layer TL-LEDarcNet [32]

used the same for a 1D CNN with an classi�er network trained without a LSTM. Lu

Xing [58]proceeded a LSTM on the STFT Yu et al. [72] used the eigenmatrix from the

CNN features to feed it into a LSTM.

Gated Recurrent Unit (GRU) is a type of recurrent neural network (RNN) architecture

which is commonly used in ANN for processing sequential data, such as time series or

natural language. The GRU is a variation of the standard RNN that addresses some of the

limitations of traditional RNNs, such as the vanishing gradient problem. In [115], GRU

has been used for detecting series arc fault in building integrated photovoltaic (BIPV)

systems.

2.5 Advantage and Limitations of Di�erent Methods

When comparing the traditional methods and machine learning (ML) approaches for

arc fault detection, each comes with their advantages and limitations.

Traditional Methods like time or frequency domain analysis (using tools like Fast Fourier

Transform, FFT, and Wavelet Transform, WT) are appreciated for their straightforward

implementation in real hardware. However, they may not be well-suited for dynamic

systems as they're hard to adapt to new scenarios. They also su�er from a high rate of

false positives due to noise interference, and a signi�cant drawback is the need for manual

threshold adjustments, which can be subjective and limit their e�ectiveness.

Conventional Machine Learning Methods such as SVM and Random Forest (RF) o�er

higher accuracy and can manage a moderate to high runtime. However, like traditional
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methods, they encounter di�culties when it comes to adapting to new systems. Ensemble

ML methods, which combine the predictions of multiple learning algorithms, may enhance

results but introduce complexity that could be a challenge to manage in the low-end

microcontrollers.

Advanced Machine Learning Methods including ANN and CNN are known for their high

accuracy levels. Nonetheless, they come with the cost of high computational complexity and

runtime, which might not be practical for implementation in commercial microcontroller

units (MCUs) due to limited resources. They also have the risk of missing samples,

potentially due large model size and the eventual large inference time due to its complexity

of computation.

In essence, while advanced ML methods o�er high accuracy, they require signi�cant

computational resources, and their complexity can make them less accessible for deployment

in hardware-constrained environments. On the other hand, traditional methods, while

simpler to deploy, may not perform as well in complex or noisy environments and lack

the adaptability that machine learning methods can provide. Conventional ML strikes a

balance with respectable accuracy and runtime, though it still faces challenges in adaptation

and potentially increased complexity with ensemble techniques.



CHAPTER 3: AC ARC FAULT DETECTION USING CNN-BASED ALGORITHM

In the pursuit of enhancing the electrical safety and reliability of AC systems, the

�rst objective is to develop an AC arc fault detection algorithm utilizing a CNN-based

algorithm. Convolution layers can automate the feature extraction from arc fault current

therefore the complex data preprocessing can be avoided. The algorithm is designed to

have an arc fault detection accuracy of more than 99%. The proposed method is veri�ed

using Raspberry Pi 3B platform for arc fault detection.

3.1 Data Collection And Analysis

3.1.1 Arc Fault Experiment Platform

Figure 3.1: Arc Fault Data Collection Process and Circuit Arrangement [11].
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Since real arc faults are always random and di�cult to capture or reproduce, a speci�c

test platform has to be used to generate arcs with di�erent types of real loads. According

to the IEC60606 standard, a series arc fault experiment platform has been designed, as

shown in Fig. 3.1. The arcs can be generated in two di�erent ways: one with the arc

generator, the other by using a cable specimen [11]. The arc generator can create the real

arc that occurs during the loose connection of an electric cable, whereas the arc generated

by the cable specimen can simulate an arc caused by insulation breakdown in the electric

circuit. Although it is allowed to choose either method as per the standard, both methods

have been adopted to closely simulate real scenarios. The input for this setup is a 220 V,

50 Hz power supply. One current transformer (CT) is used to sense currents carried by the

loads. Additionally, a well-designed hardware circuit board is used for DAQ rather than an

oscilloscope to ensure the DAQ is consistent with a commercial arc fault detection device.

The proposed DAQ board is based on the STM32H743 MCU, and the cut-o� frequency of

the active low-pass �lter is 20 kHz with gain. The original sampling rate of the collected

data is 83.33 kHz with a resolution of 12 bits. The recorded data are collected on board

and stored in an SD card, which can also be transferred to a PC or an online detection

device (such as Raspberry Pi) via the UART interface. Furthermore, a photoelectric sensor

is integrated to provide a timestamp to the data, aiding in post-processing.

3.1.2 Types of Loads and Visible Arc Features

Since arc fault protection is mainly used in residences, di�erent household appliances are

selected as experimental loads. Eight di�erent types of loads are considered for collecting

diversi�ed load currents along with arc and normal conditions. The loads include resistive

load, capacitor start (air compressor type) motor, vacuum cleaner, �uorescent lamps,

electronic light dimmer (thyristor type), electronic switch mode power supply, electric

hand tool (drill), and halogen lamps. The speci�cations of the loads are complied with

the IEC62606 standard [116]. Each load has a sub-load category of di�erent brands, for
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example, vacuum cleaner of Midea and vacuum cleaner of Philips brands. The arc and

normal load currents are collected from single load as well as from di�erent loads connected

in parallel.

Although it is di�cult to recognize most series arc data by visualization, nevertheless,

arc data can be visualized and understood in many ways. For example, Fig. 3.2 shows the

current waveforms and corresponding frequency spectrum of a resistive load. From the

time domain perspective, in the arc current there almost always has a current zero at the

�zero crossings� for a period of time as shown in Fig. 3.2 (a). This is because the arc is

extinguished as the voltage across the discharge gap decreases. Then, as the voltage rises,

the arc reignites and the current suddenly changes at that moment. From the frequency

domain perspective, the high-frequency component of arc current is higher than that of

non-arc current as shown in Fig. 3.2 (b). In order to avoid the interference of harmonic

currents of normal operating loads, 3 kHz - 12 kHz is set as the frequency bandwidth for

arc fault detection, which also allows using a relatively low sampling rate to save the RAM

required.

Moreover, whether it is a linear load or a non-linear load, its non-arc current waveform

has relative stability within a short observation window (such as 2-3 power cycles). However,

the arc current lacks signi�cant stability. As shown in Fig. 3.2 (b), even in adjacent

periods, the current waveforms are signi�cantly di�erent, and no stable periods can be

observed. This is because the arc discharge itself is a very complicated physical and

chemical process, a�ected by various factors such as loads, electrode materials, and more.

Therefore, 2 or 3 cycles of the current signals can be taken as one calculation unit for the

algorithm.

The visible features mentioned earlier might be challenging to identify using

time-frequency domain approaches. However, AI methods can e�ectively learn these

features. Particularly with a large amount of data, the proposed method can achieve high

accuracy.
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Figure 3.2: Visualization of (a) the arc and the normal current of a resistive load, (b) its
corresponding frequency spectrum [11].

3.2 Description of Database

For this research, more than eight di�erent types of loads are grouped into four major

classes based on their speci�c characteristics. All the loads which are resistive types have

nearly sinusoidal types of load currents and hence they are kept in the resistive group

(RE). Capacitor start motor, electric hand drill, and vacuum cleaner loads classi�ed as

the motor (MO) type loads, because they have high inrush current during the starting

period. Halogen lamps and �uorescent lamps load currents look like arc when the gas is

discharged. Therefore, those two loads are categorized into gas discharge lamps (GDL)

load class. Power electronics type of loads such thyristor type electronic lamp dimmer and

switch mode power supply loads such as computers have wide bandwidth of harmonics
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in the load currents. These types of loads are kept in the power electronics-enabled (PE)

loads group.

The primary database is created by down-sampling to 10 kHz from the original data.

Each sample of data having 1 complete cycle of the current wave is converted into a 1D

vector. The dataset is composed of 9623 samples of arcing and 20528 samples of normal

load current resulting in a total of 30151 samples. Although the data number is relatively

large, they can be automatically labeled with the help of a computer program and the

timestamp provided by the photoelectric sensor. All data are labeled in such a way so that

the proposed algorithm can not only able to identify the arc and normal load currents but

also it can specify the load type (i.e., RE, MO, GDL, PE). The dataset is randomly split in

order to have 75% data for training, 10% data for validation and 15% data for testing. The

load categories, their corresponding labels, and number of respective training, validation,

and test samples are depicted in TABLE 3.1. The primary database is normalized between

0 and 1 within each of 200 sample points. Besides having the primary database of 10 kHz

sampling rate, to check the accuracy of arc detection with a di�erent sampling frequency,

di�erent databases were created containing same data samples sampled at 40 kHz, 5 kHz,

2.5 kHz, 2 kHz, and 1 kHz respectively. In each of the databases, the training, testing and

validation split is kept as per the primary database.
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Figure 3.3: Visualization of normal & arcing currents of a) resistive, b) electric Drill, c)
thyristor type dimmer, and d) switch-mode power supply



48

Figure 3.4: t-SNE projection of arc fault data (all load categories) in the frequency domain.

Data for this research were collected using a real test bench designed according to the

IEC62606 standard [3], which includes a microcontroller unit (MCU)-based Arc Data

Acquisition (DAQ) board, as illustrated in Fig. 3.1. Arc faults were generated in two

ways: one with the help of an arc generator and the other by using a cable specimen. A

current transformer (CT) was employed to sense the load current. The arc generator was

equipped with a stationary graphite electrode and a movable copper electrode, and it was

placed in load branch 2. The database includes 30,151 samples across four major load

categories from a 220 V, 50 Hz power system, each representing one cycle and initially

sampled at 83.33 kHz. For research purposes, the data was downsampled to 10 kHz to

optimize arc fault detection, resulting in 200-point 1D time vectors per sample, normalized
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via Min-Max scaling.

Realistic arc faults were generated using both the arc generator and cable specimens to

emulate typical arcing conditions like loose connections and insulation failures. Resistors

were added in parallel to meet IEC62606 power requirements. The loads are categorized into

four groups: Resistive (RE), Motor (MO), Power Electronics-Enabled and Switch-mode

Power Supplies (PESMPS), and Gas Discharge Lamps (GDL). RE loads are near-sinusoidal

like heaters; MO includes high inrush current devices such as drills and motors; PESMPS,

with broad harmonic content, includes items like dimmers and computers; GDL covers

lamps. Each sample is thoroughly labeled - arcing currents assigned even numbers (0, 2, 4,

6, 8) and normal currents odd numbers (1, 3, 5, 7).

3.2.1 Characteristics of Arc Faults and Data Visualization

Arcing currents di�er from normal load currents, exhibiting unique characteristics across

various load types. Some loads produce predominantly sinusoidal currents, whereas others

show �at shoulders and sharp changes, known as catastrophe points. Arcing currents

are characterized by distorted waveforms, reduced amplitude, increased high-frequency

harmonics, and shorter conduction angles. Importantly, normal currents from certain loads,

such as dimmers, may mimic arcing currents from others, like heaters. Arcing typically

extends the stagnation period-the time the current 'zero' state or the �at shoulder length

in a cycle-and intensi�es waveform distortions and high-frequency harmonics. Figure 3.3

compares normal and arcing currents across di�erent loads.

For a deeper analysis, arc fault data has been converted to the frequency domain using

Fast Fourier Transformation (FFT) at a 40 kHz sampling rate. This higher sampling rate

is chosen to retain more high-frequency details compared to a 10 kHz rate. To make this

high-dimensional data more manageable, the t-Distributed Stochastic Neighbor Embedding

(T-SNE) method has been applied, as it is known for preserving data point relationships in

a low-dimensional space. The result, shown in Fig. 3.4, displays a widespread distribution
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of arcing and normal currents, highlighting the complexity of setting a clear threshold for

distinguishing between them in the frequency domain.

3.3 CNN-based Arc Fault Detection Methodology: ArcNet

To address the complex behavior of arcing current and to classify the arcing and normal

state of the load current, a CNN-based algorithm, ArcNet, has been proposed [11]. ArcNet

is designed to categorize the normal and abnormal conditions of load currents using eight

di�erent types of generalized loads. There is a di�erence between the arcing current

waveforms and the current of normally operating circuits. Although it is sometimes very

di�cult to di�erentiate between an arcing and a normal state of the current waveform,

often there are shoulders as well as high-frequency components of the current signal in the

arc current waveforms, indicating a clear di�erence from the usual load current. Sometimes

high-frequency currents at the zero-crossing position of the current waveshape are evident.

From these phenomena of currents, di�erent useful features can be extracted. Additionally,

the current signal is a one-dimensional time series data. An arc can happen in any segment

at any time of the time series current data.

CNN-based models, e.g. AlexNet [117] were developed for image classi�cation but can

also be used for one-dimensional time series data analysis. It can automatically extract

informative features as well as map the internal extracted features of the data sequence to

a �xed-length representation.

The classi�cation is also included in the same network, leading to an end-to-end

framework. It is worth noting that CNN can be applied to the raw current data without

any data preprocessing such as discrete wavelet transforms, Fourier transform, or Chirp

Zeta transform. Given these advantages of CNN, a 1D CNN-based model, namely ArcNet,

has been built to detect arc and non-arc states as well as load types.

A CNN is a trainable hierarchical network composed of multiple stages and has

forward and reverse transmission. During the forward transmission, the input features are
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propagated through a few layers followed by an activation function in each layer, resulting

in output features in the output layer. During the reverse transmission process, the error,

which is calculated between the results of the forward transmission and the sample tag, is

transferred back to each layer through the error function. The network weights and bias

parameters are updated using the gradient descent formula.

For 1D convolution, if the input vector is f of length l and the kernel isk of length r,

then the i -th convolution of f and k is (f*k) using j -th kernel can be de�ned as:

(f � k)( i ) =
rX

j =1

k(j ):f (i � j +
r
2

) (3.1)

During the forward propagation in the fully connected (FC) layer having m inputs and n

outputs are computed using the following expression

Y = ReLU(! n� mxm� 1 + bn� 1) (3.2)

where! and b represents the weights and biases respectively. The non-linear activation

function, ReLU is given by,

ReLU(x) = Max(0; x) (3.3)

The categorical Cross Entropy is calculated using the following equation:

CategoricalCrossEntropy = �
1
N

X

j

yj � log(ŷj ) (3.4)

wherey represents the true label for a speci�c class andÅ· represents the predicted label,

N is the total number of samples.

The network architecture of the proposed ArcNet is illustrated in Fig. 3.5. The proposed

network has 4 convolution layers and 4 MaxPooling layers followed by 3 fully connected

(FC) layers. Each convolution layer is followed by a Recti�ed Linear Unit (ReLU) and
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Figure 3.5: The network architecture of the proposed ArcNet model

a MaxPooling layer of pooling size 2x1 with stride 1 to reduce the feature map size for

computational e�ciency. The input size is 200x1. The 1st & the 3rd convolution layers

have 96 �lters each. 2nd convolution layer have 128 �lters. The 4th convolution layer has

64 �lters. All the �lters in the 4 convolutional layers have the same kernel size of 5x1. At

the end of the last MaxPooling layer, 2 FC layers having 64, and 32 neurons respectively

are appended. The last MaxPooling layer is �attened before feeding into the 1st FC

layer. Each FC layer is followed by a ReLU operation. Each neuron in the FC layer is

connected with all the neurons in its previous layer with learnable weights. The response of

a hidden layer unit is calculated by summing over the product of each input signal and its

corresponding weight and passing the summation through a ReLU. The output layer has 8

neurons and it is followed by a Softmax layer for categorical multiclass classi�cation (i.e.,

arc, non-arc and load category). The Softmax functionS(yi), as expressed in equation

(3.5), turns the logit outputs scores (raw prediction values) into probabilities so that

the sum of all the probabilities becomes equal to 1. Finally, the one having the highest

probability is considered as the output category. Categorical cross-entropy is employed as
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the loss function in ArcNet.

S(yi ) =
eyi

P

j
eyj

(3.5)

The ArcNet model is implemented in Keras using the TensorFlow backend. The ArcNet is

trained in 120 epochs with a batch size of 100 using adaptive learning rate. The adaptive

learning rate monitored the �validation_loss� with a patience of 10. The initial learning

rate is set to 0.001 and the minimum learning rate is set to 0.00001.

3.4 Experimental Result and Analysis

This section illustrates the experimental results conducted to evaluate the performance

of the proposed ArcNet algorithm. In all the experiments the databases containing arc and

non-arc signals are used. The samples in the testing dataset are exclusive of the training

or validation datasets.

3.4.1 ArcNet Result and Analysis

ArcNet model is trained with the primary database. During the training time, the

labels of the 8 classes of the database are converted into categorical data using One-Hot

encoder. ArcNet is trained for 120 epochs with a batch size of 100 using the adaptive

learning rate strategy with an initial learning rate of 0.00001. The training and validation

accuracy plots are shown in Fig. 3.6. The validation accuracy closely follows the training

accuracy which validates that the model is not over�tting. While the overall classi�cation

accuracy is 99.05%, the maximum arc fault detection accuracy of ArcNet is 99.47% in

terms of classifying arc and normal load currents. The confusion matrix for 10 kHz data

of di�erent load types is provided in TABLE 3.2. The boldface values in the diagonal of

the confusion matrix (from top-left to the bottom-right) designate the samples/percentage

of samples which are correctly classi�ed.

It can be observed that most of the resistive arc samples (9) are confused with arc of

other loads. This holds true for motor type loads and gas discharge loads too. Apart from
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Figure 3.6: Train and validation accuracy plot of ArcNet model.

this, it can be noted that a few samples are misclassi�ed among arc and normal state

of the same load type. The numbers/percentage except in the diagonal represent all the

misclassi�ed samples.

In machine learning based classi�cation system, a model is evaluated using some

performance measures such as accuracy, precision, recall, andF� scores. These performance

metrics are calculated using the confusion matrix as given in TABLE 3.4 which is computed

from TABLE 3.2 by grouping all the classi�ed arcs as arc category and all the classi�ed

normal currents as normal category. The precision of ArcNet is 99.65% and recall is 98.68%

whereas the arc detection accuracy is 99.47%. The F0.5 score of the model is 99.16%

and F0.95 score is 99.60%. Near perfect values of precision, recall and accuracy validates

ArcNet as a good model for arc fault detection applications. It is also evident from the

table that 98.68% samples of arc of the 4 group of loads are correctly recognized as arc.

On the other hand, 99.84% normal samples are correctly predicted as normal currents.
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Table 3.3: 4-fold cross-validation of ArcNet using 10 kHz data.

k-Fold Load group &

arc classi�cation

accuracy (%)

Overall

accuracy

(%)

1 99.15 99.69

2 98.97 99.32

3 98.94. 99.47

4 99.00 99.29

Mean 99.02 99.44

Table 3.4: Precision, recall, & accuracy of the ArcNet model (10 kHz)

Predicted Class
Total

A
ct

ua
lC

la
ss Arc Normal

Arc 1419 19 1438

Normal 5 3070 3075

Total 1429 3089 4513

Precision = 99.65%

Recall = 98.68%

Accuracy = 99.47%

3.4.2 Cross-validation

Cross-validation is a resampling procedure used in machine learning models to check

the performance metric of the model. In this research, k-fold cross-validation has been

used where k=4. The whole dataset is randomly shu�ed and split into 4 groups. Each

group of the dataset is evaluated while the model is trained with the remaining 3 groups.

The overall result of the 4-fold cross-validation is tabulated in Table 3.3. Using each fold

of data, the load as well as arc fault classi�cation accuracy along with overall arc fault

classi�cation accuracy are determined and tabulated as shown in the table. Using the
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proposed ArcNet model and the 10 kHz data, the achieved mean accuracy for load group

and arc fault classi�cation accuracy is 99.02% and the overall mean accuracy of arc fault

detection is 99.44%. These results indicate the suitability of the ArcNet algorithm for

practical use.

3.4.3 Analysis for Misclassi�ed Samples

Despite of having near perfect arc fault detection accuracy of ArcNet (10 kHz), a few

samples are misclassi�ed. This section digs deeper into the very cause of misclassi�cation

by the proposed ArcNet. By analyzing closely, three samples have been selected to �nd

out the reason of misclassi�cation. The �rst sample is labeled as resistive arc which has

been predicted as normal signal (refer to Fig. 3.7). Second sample is labeled as resistive

arc and is correctly classi�ed. The �nal feature vectors after the4th max pooling layers of

those two samples are extracted. While both samples are classi�ed as resistive loads the

�rst sample is misclassi�ed. A closer look in to the two samples reveal that even though

there is a minor signature of arc in the �rst sample, both a and b samples have a lot of

similarity in them which is very obvious from their corresponding extracted features (Fig.

3.7. c & d). Clearly the feature vectors of the �rst two samples are similar. This makes

the model to predict the �rst sample as normal signal. There are a few other samples in

the database which have very minor arc signatures and thus misclassi�ed as normal. In

the similar fashion, some current signals of one load type have similarity with the load

current of other load group and causing a misclassi�cation by ArcNet.

3.4.4 Model Optimization Based on Sampling Rate and Runtime

The reduction in the sampling frequency of the data results in the reduction of the

input size of the CNN which, in turn, is supposed to reduce the computation time as well

as less burden to the RAM. This could lead to a simpler network structure as well. In

this ablation study the sampling frequency of the data is varied and tested with ArcNet

or modi�ed ArcNet(s) to check the performance as well as to �nd the optimal network
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Figure 3.7: Feature visualization for misclassi�ed samples by ArcNet. a) resistive arc
recognized as normal current; b) resistive normal current correctly identi�ed; c) feature
vectors of a; d) feature vectors of sample b.

Table 3.5: Arc fault detection model architectures, accuracy, and detection time for various
sampling rates.

Sampling
rate (kHz)

Proposed CNN architecture for arc fault
detection

Arc fault detection
accuracy(%)

40 C96
1 MC 128

2 MC 96
3 MC 64

4 M + FC(64; 32; 8) 99.47

10 C96
1 MC 128

2 MC 96
3 MC 64

4 M + FC(64; 32; 8) 99.47

5 C96
1 MC 96

2 MC 64
3 M + FC(64; 32; 8) 99.45

2.5 C96
1 MC 96

2 MC 64
3 M + FC(64; 32; 8) 99.29

2 C96
1 MC 64

2 M + FC(64; 32; 8) 99.00

1.5 C96
1 MC 64

2 M + FC(64; 32; 8) 98.69

1 C96
1 MC 64

2 M + FC(64; 32; 8) 97.56

architecture and optimal sampling frequency of the data. As the proposed arc detection

model considers the raw input data for classi�cation, number of inputs to the model

would be decreased with the decrease of the sampling frequency of the data. ArcNet

architecture is modi�ed for di�erent data sampling rate by deleting convolution and max
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pooling layers keeping the same FC layers for all. All the proposed arc detection models

along with corresponding fault detection accuracies are illustrated in TABLE 3.5. In the

CNN architecture column of the table, inC96
1 the letter C indicates conv layer, subscript 1

indicates 1st conv layer, and the superscript 96 indicates that particular conv layer has

96 �lters each of them having a kernel size of 5x1. Letter M indicates Max Pooling layer

of size 2x1. FC (64, 32,8) denotes 3 fully connected layers having 64, 32, and 8 neurons

respectively. Besides, the last FC layer is the output which is followed by Softmax function.

The models are trained from the scratch and the hyperparameters are �ne-tuned to get

the best possible arc fault detection accuracies for 40 kHz, 5 kHz, 2.5 kHz, 2 kHz, 1.5 kHz,

and 1 kHz data. Experimental results indicated that as the data sampling rate is reduced,

the prediction accuracy starts decreasing except the models for 40 kHz and 10 kHz data

both of which ensued maximum arc fault detection accuracy of 99.47%. Although the

accuracies of the �rst two models are same, the later model gave an added bene�t which

is the reduction of the runtime because of the smaller input size. The model structure for

2 kHz, 1.5 kHz and 1 kHz data are kept same but simpler compared to that of 10 kHz

model. In each case, ArcNet models are trained from scratch with the adaptive learning

rate and then tested with the corresponding test dataset.

The drop of accuracy with the declination of the data sampling rate is obvious and

expected. Because, reduction in the sampling frequency reduces the number of data points

in one cycle which essentially causes to lose some important arcing signature in the current

signal and the number of extracted features is hampered as well. Therefore, the drop of

the accuracy is reasonable. Nevertheless, the recognition accuracy is very high (97.56%)

even with a very low sampling frequency of 1 kHz. This indicates two things. Firstly,

the decrease in the sampling frequency did not cause a loss of signi�cant arc signatures.

Secondly, the proposed models are robust. Even with a lower sampling frequency of only

1 kHz of the data the reduction in the arc fault detection accuracy is not very signi�cant.

However, the highest accuracy of the 10 kHz ArcNet model evidenced that the model
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could be an optimal model for arc fault identi�cation.

In this research, CNN based ArcNet algorithm considers raw data of di�erent load

currents to classify the arc and normal state. Features are extracted directly from the raw

input data and thus it avoids extra data preprocessing like DFT, DWT, or MFCC which

requires extra processing time and increases the computational complexity.

Arc fault detection in real-time scenarios requires faster detection time so that the faulty

circuit can be isolated from the healthy portion as quickly as possible without having any

damage or loss of property as well as human. For example, the arc fault should be cleared

within 0.12s to 1s according to IEC and UL standards. To evaluate such performance of

the ArcNet, pre-stored data has been used to verify the algorithm on Raspberry Pi 3B

V1.2 (served as an edge device), which has a 1.2 GHz 64-bit quad-core Arm V8 Cortex-A53

CPU. During the runtime checking process in the Pi, the data samples are read from the

stored memory of the edge device and then tested by fetching every data sample into

the proposed ArcNet model. The reported runtime is the average runtime of all the test

samples. The model with 40 kHz sampling rate on an average takes 51 ms to classify every

sample. The average runtime per sample reduces with the reduction of the data sampling

rate. The average runtime per sample for 10 kHz, 5 kHz, 2.5 kHz, 1.5 kHz, and 1 kHz

are 31, 26, 25.5, 21, and 20 ms respectively. This analysis indicates that the proposed

models are suitable for real-time operation of arc fault detection application. It is to be

noted that, detection runtime is not reduced much with the reduction of the sampling

frequency unless the number of convolution layers and max pooling layers are reduced.

This is because a convolution layer consumes the major computation time. Therefore,

the reduction of sampling frequency from 10 kHz to 5 kHz, which is associated with a

reduction of the number of conv layers, reduces the runtime by 5ms whereas the reduction

of sampling rate from 5 kHz to 2.5 kHz reduces average runtime by only 0.5 ms which is

insigni�cant.

An optimal arc detection model should have maximum possible arc detection accuracy
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and minimum possible detection time per sample. UL standard for arc detection speci�es

that if the load current becomes at most 63 A of a 230 V system, the maximum break time

could be 120 ms for a series ac arc fault. The maximum break time for a 120 V system

with the same load current is 140 ms. The arc fault detection accuracy and detection time

per sample for di�erent arc detection models are plotted in Fig. 3.8. From the plot it can

be seen that the prediction accuracy is maximum with the model having 10 kHz sampling

rate. The hardware implementation of this model also indicates only 31 ms per sample

detection which satis�es the UL standard. Therefore, this study recommends the model of

10 kHz sampling rate as the proposed optimal arc fault detection model (ArcNet) which

have 4 conv layers, 4 max pooling layers, and 3 FC layers as depicted in Fig. 3.5.

Figure 3.8: Classi�cation accuracy and runtime vs data sampling rate. Mentioned runtime
is obtained using Raspberry PI 3B.
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3.5 Comparison of ArcNet Attributes With Prior Methods

In order to evaluate and compare the ArcNet method with the other published methods,

a few key evaluation metrics are established.

1. Can the detection method achieve high recognition accuracy, faster detection speed

which can be implemented in real-time applications and should detect arc fault for a

wide variety of load types?

2. Does the method consider signals of a wider bandwidth so that the signal can contain

more detailed information of arcs which will help to avoid nuisance tripping when

some interference is present in the current signal?

3. Is the method able to detect the most common types of arcs including arc from a

loose connection of cables and those caused by the failure of the insulation?

A comparative analysis of the proposed ArcNet [11] method and other methods has

been summarized in TABLE 3.6. It can be seen that the proposed ArcNet algorithm can

have arc detection precision of 99.47% and considered 8 types of loads in the database.

The accuracy of ArcNet is slightly less compared to some other methods indicated in

the comparison table. This is because the ArcNet focused on the robustness of the fault

detection for a wide variety of loads instead of focusing on smaller number of loads. A

model with a fewer number of loads in the database though makes the model easier to

detect arc faults but the algorithm loses its robustness and makes it impractical.

A data sampling rate of 10 kHz, has been considered in the ArcNet database so that

the raw input current signal can have detailed but optimal features of the arc to avoid

unwanted tripping for interferences. Two types of arc generation methods, including loose

connection of cables and failure of the insulation, are considered in the database so that

the model can learn the most common types of arc faults and can detect them in real-world

applications.
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3.6 Summary

In summary, a novel convolutional neural network-based algorithm named ArcNet is

proposed. ArcNet, comprised of four convolutional layers followed by three fully connected

layers, is designed for series AC arc fault detection. Using samples of 8 types of generalized

household load currents, ArcNet achieved an arc fault detection accuracy of 99.47% and

load classi�cation along with arc fault detection accuracy of 99.05% for 4 major load

groups. 4-fold cross-validation is performed for the ArcNet model with the 10 kHz data

which also showed a mean overall arc fault detection accuracy of about 99.44%. Besides,

modi�ed ArcNet models are proposed which can achieve a reasonably good performance

with a smaller sampling rate of the training set. The arc generation method of this

research simulated the most common arc situations including the loose connection of cable

and insulation breakdown that happens in the real-world. Therefore, the proposed arc

identi�cation algorithm will be more robust in nature in real-world applications. Besides,

a higher number of load types have been considered for the experiment to make it more

appropriate for practical application. The proposed algorithm can not only detect arc

faults but also can identify the load types for which the fault has occurred. ArcNet model

is implemented using Raspberry Pi 3B. The time taken to examine one test sample by

ArcNet is only about 31 ms at a 10 kHz sampling rate which indicates the feasibility of

this algorithm in real-time arc fault detection applications.

Even though a satisfactory arc fault detection accuracy has been achieved by ArcNet,

the computational e�ciency is still very high for low-end MCUs. Therefore, it needs further

optimization. Future work of this research includes model optimization and compression

using a lightweight CNN algorithm and knowledge distillation method.



CHAPTER 4: MODEL OPTIMIZATION USING EFFICIENT & LIGHTWEIGHT CNN

ALGORITHM

The use of traditional CNN-based algorithms can help to get rid of complex data

preprocessing time and yield a high arc fault detection accuracy. Despite their e�ectiveness,

the computational complexity of these models makes them unsuitable for implementation

in low-cost commercial microcontroller units (MCUs) having limited computing resources

[26, 118]. Slower models may miss critical faults and also safety and reliability may be

hampered. The attempt to model simpli�cation by reducing the sampling frequency to

too small [71] or lowering the window size to less than 1 cycle hurts e�cient arc fault

detection.

Therefore, developing an e�cient, lightweight model for arc fault detection is crucial.

Advanced AI techniques like pointwise and depthwise separable convolutions [34,36] can

help to build lightweight and e�cient AI models. Additionally, model compression methods

like parameter pruning and knowledge distillation [37] can minimize model size, enhance

e�ciency, and reduce latency.

In this chapter, an optimized arc fault detection algorithm is proposed that combines

a lightweight CNN architecture with a teacher-student knowledge distillation technique.

This model achieves high accuracy in arc fault detection. Furthermore, it is optimized

using the TensorFlow Lite (TF-Lite) tool, resulting in a reduced binary size suitable for

implementation in resource-limited edge devices. The performance of the optimized model

is evaluated on a Raspberry Pi 4B device, demonstrating its practicality and real-time

operational capability.

The key contributions of this work are as follows:
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1. An extremely fast and lightweight AI algorithm, LArcNet, has been proposed to detect

series AC arc faults using raw current data. This model combines a teacher-student

knowledge distillation method with an e�cient CNN architecture, achieving a high

fault detection accuracy of 99.31%. By avoiding the pitfalls of traditional bottleneck

designs, it ensures low computational demand. LArcNet was trained and tested

using real-world data collected from a test bench as per the IEC62606 standard.

2. To optimize LArcNet for real-time applications on resource-constrained devices,

model compression techniques such as knowledge distillation and mixed precision

training have been employed. These enhancements, coupled with TensorFlow

Lite optimization, have substantially reduced the model's memory usage and

computational overhead. The optimized LArcNet model achieved an inference

latency as low as 0.20 ms per sample when deployed on a Raspberry Pi 3B MCU.

With its lightweight design and rapid response time on embedded devices, LArcNet

is exceptionally well-suited for real-time fault detection applications.

Figure 4.1: Neural network model building blocks a) conventional CNN, b) Mobile-ArcNet
[34], c) E�Net [36] and d) LArcNet. 'DW' means depthwise convolution, 'MP' refers to
Max Pooling, 'Ch' denotes the number of output channels. The number of strides was set
to 2.
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Figure 4.2: Framework of the teacher-student knowledge distillation process.

4.1 Proposed Methodology of Model Optimization

This section elaborates on the fundamental building block of LArcNet, architecture

and methodology underlying the proposed LArcNet model. LArcNet integrates advanced

design strategies from both e�cient neural network architectures, such as E�Net [36] and

network compression techniques including knowledge distillation. The LArcNet model is

constructed using the knowledge distillation method and a series of LArcNet blocks (as

shown in Fig. 4.1(d)), each with varying numbers of �lters. This hybrid approach combines

the strengths of these methods to optimize performance and reduce computational load.

The model is compared against a baseline CNN model constructed using conventional

CNN blocks and the Mobile-ArcNet model which was constructed following the MobileNet

architectural block (Fig. 4.1(b)).

4.1.1 E�cient Model Building Block of LArcNet

The LArcNet model employs an e�cient network architecture inspired by the E�Net

block [36] (illustrated in Fig. 4.1(d)). Designed to minimize computational complexity,

the LArcNet block begins with a pointwise convolution layer, followed by depthwise

convolution and Max Pooling in the subsequent sub-layer. This con�guration signi�cantly

reduces computational demands and the number of trainable parameters compared to
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traditional CNN structures. Notably, the pointwise convolution layer uses half the number

of �lters typically found in standard CNN models. The depthwise separable layer, sized

5x1, maintains the initial �lter count and is followed by a 1D Max Pooling layer with a

pool size of 2. A subsequent 2x1 convolutional layer employs the full �lter count with a

1D stride of 2. Diverging from MobileNet's design, LArcNet avoids stringent bottleneck

structures, leading to a lighter model. Focused on 1D time-series data, LArcNet omits

certain sub-layers from the E�Net block. The experiments demonstrated that a 5x1 kernel

size in the depthwise sub-layer achieves a better balance between computational demand

and performance e�ciency than the 3x1 size.

4.1.2 Knowledge Distillation Algorithm

The LArcNet model employs a teacher-student knowledge distillation (KD) method,

a model compression strategy that improves e�ciency signi�cantly. In this paradigm, a

complex teacher network trains a simpler student network to replicate its functionality, often

achieving comparable performance. This KD technique includes three core components:

the knowledge, the teacher-student framework, and the distillation process, depicted in

Fig. 4.2. LArcNet uses response-based knowledge, where a robust teacher model imparts

re�ned information to a simpler student model. The student model mirrors the teacher

CNN and fully connected (FC) layers but with fewer �lters and neurons, maintaining

essential structural features.

The output layer of LArcNet uses a 'softmax' activation function, which transforms

class logits,zi , into normalized probabilities, pi , ensuring that the probabilities sum to

one. This process is described bypi = e
zi
T

P
j

e
zj
T

Here,T is the temperature parameter in the

softmax function. RaisingT creates a softer distribution over classes, smoothing the output

probabilities. The teacher model is trained with a higherT to produce these softened

distributions, which are then used as targets for training the student model. When labels

are known, the student's training can be enhanced by combining the cross-entropy from
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the softened targets with the cross-entropy from the actual labels, using logits atT = 1.

Suppose the comprehensive teacher model yields a softened probability denoted by

qi and possesses logits labeled asui . The cross-entropy loss in this framework can be

expressed byC(x) = �
P

i qi (x) logpi (x) where,x is the input feature. The cross-entropy

gradient @C
@zi

, of the distilled model [37,119] can be expressed as
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where, ui represents the logits derived from the teacher model, whileqi signi�es the

softened target probabilities calculated at a transfer training temperatureT. When

employing a high temperature setting, the gradient of the cross-entropy loss with respect

to the logits, zi , can be approximated as:
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(4.2)

Under the assumption of zero-mean logits for each transfer case as per Hinton et al. [37],

where
P

j zj =
P

j uj = 0, equation (4.2) simpli�es to:

@C
@zi

�
1

NT 2
(zi � ui ) (4.3)

In the distillation process, assuming logits have zero mean for each transfer case, the
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focus is on minimizing the squared error12(zi � ui )2 as the temperatureT approaches higher

values. At lower temperatures, emphasis on matching logits decreases. The teacher model's

loss function is unconstrained during training, potentially introducing noise. Notably,

negative logits are valuable as they reveal insights about the knowledge encoded by the

teacher model.

Figure 4.3: Architectures of the LArcNet (a) teacher and (b) student networks consist of
three LArcNet blocks. Each block includes a pointwise convolution with Ch/2 �lters, a
5x1 depthwise convolution, followed by a 2x1 Max Pooling layer, and a 2x1 convolution
with Ch �lters. Both architectures conclude with three fully connected layers, including
an output layer with 8 neurons. The student model mirrors the teacher structure but with
fewer �lters and neurons.

4.1.3 Network Architecture of LArcNet Model

The LArcNet model includes both a teacher and a student network, each featuring

three LArcNet blocks and three fully connected (FC) layers. The teacher network uses

256, 512, and 512 �lters across the blocks, and the FC layers have 128, 64, and 8 neurons,

respectively. The student network, designed for e�ciency, uses fewer �lters (16, 32, & 32)

and maintains the same neuron con�guration in the FC layers (64, 32, and 8) to balance
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